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Precision ..o

defined by degrees of exactness. It is defined
by the vision and skill of engineers. By problems
solved, challenges overcome and reputations
made. The real value of precision is the power

it gives engineers to turn plans into reality.

ASIMETO - Empowering Possibilities.

Asimeto was founded in 2004 by renowned German metrologist
Manfred Eisinger. Since then, the company has rapidly established a reputation
for manufacturing high-performance precision tools and solutions and delivering
them at unexpectedly affordable prices.

Asimeto continues to win market share by applying German metrological
design, American technological innovation and Asian manufacturing competitive-
ness across a broad range of integrated precision solutions, distributed through
a global network. Every tool is ISO17025 certified for dependable accuracy and
to ensure calibration is compliant with the regulatory requirements of each local
market. Increasingly, Asimeto is the choice of engineers the world over including
companies like Volkswagen, Guhring and Boeing. We invite you to discover more.
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Asimeto Calibration Laboratory

The quality and measuring accuracy of all Asimeto
precision tools is guaranteed by the Asimeto Calibration
Laboratory. All tools are inspected for conformance to the
Asimeto design specifications and are then processed
through the Asimeto calibration laboratory. Only the
latest state of the art calibration equipment has been
selected, from the leading global manufacturers, to ensure
that the calibration costs are contained by increasing
throughput, without compromising measurement
accuracy or repeatability.

The Asimeto Calibration Laboratory has designed and
incorporated universal calibration software that applies
the applicable accuracy standard to the specific
destination market of the precision measuring tool.

ASME, DIN and JJG are all supported.

It all means precisely that the dedication and diligence
of the Asimeto Calibration Laboratory assures you that
the accuracy is within the specifications of your local
standard.

ASIMETO

Calibration Lab

Sl

China National itation Service for C

LABORATORY ACCREDITATION CERTIFICATE
(Registration No. CNAS L6296 )

Calibration Laboratory of
Asimeto i Co., Ltd.

: o Ltd)
Room 402, Building B, Fukang West Street, Yushu Industrial Zone
Science Area, Huangpu District, Guanazhou, Guangdong, China

is accredited in accordance with ISO/IEC 17025: 2017 General
Requirements for the Competence of Testing and Calibration
L Lot ion Criteria for the of
Testing and Calibration Laboratories) for the competence to undertake
the service described in the schedule attached to this certificate.

The scope of accreditation is detailed in the attached schedule
bearing the same registration number as above. The schedule forms an
integral part of this certificate.

Effectve Date: 2022-07-22
Expiry Date: 2028.07.21
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Inspection Point
& Result

Product Description

ASIMETO,

Calibration Certificate Calibration Lab

Certificate No G30001
Part Number 307-06-0 Tool
GS102042 Range

0-150mm/0-6"

Serial Number 0.01mm/0.0005"

Standard Name ASME B89.1.14 Resolution Digital Calipers
Function Inspection Passed Visual Inspection Passed
Outside Measurements
Reading Nominal Value Tolerance +/- Deviation  Disposition*
0.0000 +0.001" 0.0000
2 1.0000" +0.001" -0.0010
3 3.0000" +0.001" -0.0010
4 4.5000" +0.001" -0.0015
5 6.0000" +0.001" -0.0015
Inside Measurements
Reading Nominal Value Tolerance +/- Deviation  Disposition*
6 0.2000" +0.001" 0.0010
7 1.0000" +0.001" 0.0010
Depth Measurements
Reading Nominal Value Tolerance +/- Deviation Disposition*
8 0.0000 +0.001" 0.0000
Master information Due Date
Depth set 25:8254 NIST-192837 2013-8-1
Gauge Block Set 25:8254 NIST-95837 2013-8-1
Setting Rings 25:5254 NIST-455837 2013-8-1

Uncertainty 6 pm +10"-6xL Temperature 20 C+/-0.5C Humidity 50 %+/-15%
Attach invoice for proof of purchase date

* Check mark indicates within tolerance

1/
- Dol —
Calibratior p.»ie‘:/

Approved By g’;,.wifjf."
Asimeto (Guangzhou) Inc. Calibration Laj

402, Building B, Yushu Chuangxin ZoneéHuan_qpu District, Guangzhou, China
Tel: 020-82019119 Fax: 020-82261 :

KNS
WS CALIBRATION
e CNAS LOTST3

§ o 170

P s

i ASIMETO

CALIBGRATIONLAB ‘\‘-\‘Qyp,/_
H ¢ o fircwack
N B

Traceable No.

Disposition
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ASIMETO DATA OUTPUT

Wireless Data Transmission Devices With 8 Channels

Transmitter 901-00-2
(5 PIN)

Digital Micrometers Digital Calipers Digital Indicators

And other Asimeto products

equipped with 8 channels Transmitter 901-00-4
data transmission devices. (Micro-USB)

« High reliability

*  Small size

* 15 meters valid distance
* LED or buzzer indicating
* 8channels

*  Work with Microsoft Office directly

Receiver 901-00-3

Function Used For Frequency Code No.
Transmitter IP65/1P67 Digital Indicators 2.4GHz 901-00-2
Receiver AB_S Digital Calipers/ABS Heavy Duty Digital Calipers/Digital Micrometers/ IP65/I1P67 Digital 2 4GHz 901-00-3
Indicators

Transmitter ABS Digital Calipers/ABS Heavy Duty Digital Calipers/Digital Micrometers 2.4GHz 901-00-4
Transmitter With ABS Digital Calipers/ABS Heavy Duty Digital Calipers/Digital Micrometers/ IP65/IP67 Digital

. X 2.4GHz 901-00-6
Footswitch Interface Indicators
Transmitter With - .
Footswitch Interface P65/1P67 Digital Indicators 2.4GHz 901-00-7

5 ASIMETO CATALOG 2023



ASIMETO DATA OUTPUT

Bluetooth Data Transmission Devices 9

)
Transmitter 901-01-2
(5 PIN)

Digital Micrometers Digital Calipers Digital Indicators

And other Asimeto products

equipped with Bluetooth data Transmitter 901-01-0
transmission devices. (Micro-USB)

« High reliability

* 10 meters valid distance, connect to the equipment
with built-in Bluetooth, no additional receiving

devices is needed.

* Dot or comma data format are optional

* May connect foot-switch, releasing hands

* Windows software and Mobile terminate APP will be
provided with free charge

« Data transmission format can be selected*

Function Used For Frequency Code No.
Transmitter IP65/IP67 Digital Indicators Bluetooth 901-01-0
Transmitter ABS Digital Calipers/ABS Heavy Duty Digital Calipers/Digital Micrometers Bluetooth 901-01-2
Transmitter With Footswitch Interface| IP65/IP67 Digital Indicators Bluetooth 901-01-3
Transmitter With Footswitch Interface| ABS Digital Calipers/ABS Heavy Duty Digital Calipers/Digital Micrometers Bluetooth 901-01-4
Transmitter IP65 Digital Micrometers Bluetooth 901-01-5

* Keyboard format: no need specialized software, data transmitted to Office interface directly.
UUID format:
1) Match specialized Windows software, data transmitted to designated file, analyze data directly, User may define other data analysis file.
2) Match specialized mobile terminate, data can be recorded with voice, simplified data analysis chart, data exported
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ASIMETO DATA OUTPUT

Data Collection Measuring Tools

ABS Digital Caliper

Digital Micrometer

ASIMETO

The virtual keyboard collects data and
transmits directly into Microsoft standard
Digital Indicator software (Excel, Access)

S | i HiE e 4
3 o i : . e
@ Secunty Wamag v
.
Al A2 A3
Measure Report
1 10.02 15.53 20.44
2 10.04 15.53 20.46
3 10.01 1552 20.44
4 10.01 156.53 20.45
5 10.02 15.54 20.46
_Average 1002 1553 | 2045 |
Used For Interface To PC Data Corresponding Code.No
ABS Digital Calipers Dot Data Format 307-XX-2; 307-XX-3 900-05-4
\’ ‘ Digital Micrometers usB 105-XX-4 ; 105-XX-5
Heavy Duty Digital Calipers Comma Data Format 315-XX-6 ; 315-XX-8 900-05-5
Dot Data Format X S 900-07-0
IP65 Digital Indicators usB jg;:iij ’ jg;_ii_é
Comma Data Format ! 900-07-1
L . 405-95-X ; 405-01-X
Digital Indicators UsB Dot Data Format 405-02-X - 405-04-X 900-20-0
. . Special Digital
Digital Micrometers UsB Dot Data Format N 900-10-0
Micrometers
L . Special Digital
Digital Micrometers uUsB Dot Data Format N 900-10-2
Micrometers
Footswitch For Wireless Devices 900-90-1
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Micrometers
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IP65 Digital Outside Micrometers

IP54 Digital Outside Micrometers

Digital Outside Micrometers

Outside Micrometers

Outside Micrometer Sets

Digital Interchangeable Anvil Outside Micrometers
Interchangeable Anvil Outside Micrometers

Micrometers With Adjustable Anvils

Dial Snap Gauges

Indicating Micrometers

Grip Three Point Internal Micrometers

Pistol-Grip Three Point Internal Micrometers

Digital Three Point Internal Micrometers

Digital Two And Three Point Internal Micrometers (2-12mm/.08-.5")
Digital Three Point Internal Micrometers (12-100mm/.5-4.0")
Digital Three Point Internal Micrometers (100-300mm/4.0-12.0")
Three Point Internal Micrometer Sets

Two And Three Point Internal Micrometers (2-12mm/.08-.5")
Three Point Internal Micrometers (12-100mm/.5-4.0")

Three Point Internal Micrometers (100-300mm/4.0-12.0")
Three Point Internal Micrometer Sets

Digital Inside Micrometers

Inside Micrometers

Dual Measurement Inside Micrometers

Tubular Inside Micrometers

Inside Micrometers - Interchangeable Rod Type

Caliper Micrometers

Quick-Setting Outside Micrometers, Tmm Rev

Micrometer Stands
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Screw Thread Micrometers
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MICROMETERS

IP65 Digital Outside Micrometers

105-01-4

105 Series

FEATURES

« Resolution: .00005" / 0.00Tmm
* Flatness: .000012" / 0.3um
« Carbide tipped measuring faces

* Upon switch on the display will read the actual

absolute measuring position

* Automatic off to maximize battery life

« Inch/Metric conversion

« Absolute or incremental measuring modes

* Grey painted steel frame

« Cable data output: 900-05-4/5

* Wireless data output:

Transmitting device: 901-00-4/6

Receiver device: 901-00-3

* Support Bluetooth data transmission
Bluetooth data output: 901-01-2/4

* Protection level IP65

ieo; A,
160
hwdd

IP 65,
RATED,

Inch Dimensions

Code No. Range Accuracy Thimble B A

105-01-5 o-1" +.0001" Dual Ratchets 30mm 168mm
105-02-5 1-2" +.0002" Dual Ratchets 55mm 198mm
105-03-5 2-3" +.0002" Dual Ratchets 8Imm 226mm
105-04-5 3-4" +.0002" Dual Ratchets 106mm 256mm
105-05-5 4-5" +.0002" Dual Ratchets 131mm 286mm
105-06-5 5-6" +.0002" Dual Ratchets 156mm 316mm

Code No. Range Accuracy Thimble B A

105-01-4 0-25mm +0.002mm Dual Ratchets 30mm 168mm
105-02-4 25-50mm +0.002mm Dual Ratchets 55mm 198mm
105-03-4 50-75mm +0.003mm Dual Ratchets 81Imm 226mm
105-04-4 75-100mm +0.003mm Dual Ratchets 106mm 256mm
105-05-4 100-125mm +0.003mm Dual Ratchets 131mm 286mm
105-06-4 125-150mm +0.003mm Dual Ratchets 156mm 316mm

Sets

105-66-9

Code No. Range Qty. Thimble

105-63-9 0-3" Dual Ratchets
105-64-9 0-4" 4 Dual Ratchets
105-66-9 0-6" Dual Ratchets

Code No. Range Qty. Thimble

105-63-8 0-75mm Dual Ratchets
105-64-8 0-100mm 4 Dual Ratchets
105-66-8 0-150mm 6 Dual Ratchets

ASIMETO CATALOG 2023




MICROMETERS

IP65 Digital Outside Micrometers

105 Series

lizes] FEATURES
* Resolution:

Digital: .00005" / 0.00Tmm

Scale: .0001” / 0.0lmm

Flatness: .000012" / 0.3um

Grey painted steel frame

Upon switch on the display will read the
actual absolute measuring position
Automatic On/Off to maximize battery life
Inch/Metric conversion

Absolute or incremental measuring modes

Carbide tipped measuring faces

Support Bluetooth data transmission
Bluetooth data output: 901-01-5
Protection level IP65

Inch Dimensions

Code No. Range Accuracy Thimble A L B D
105-01-1 o-1" +.0001" Ratchet 24mm 32.5mm 6mm 3mm
105-02-1 1-2" +.0002" Ratchet 32mm 57.5mm 8mm 3mm
105-03-1 2-3" +.0002" Ratchet 44.5mm 82.5mm 8mm 3mm
105-04-1 3-4" +.0002" Ratchet 57mm 107.5mm 8mm 3mm
105-05-1 4-5" +.0002" Ratchet 70mm 133mm 10mm 3mm
105-06-1 5-6" +.0002" Ratchet 82mm 158.5mm 10mm 3mm
105-07-1 6-7" +.0002" Ratchet 94.5mm 184mm 12mm 5.5mm
105-08-1 7-8" +.0002" Ratchet 107.0mm 209.5mm 12mm 5.5mm
105-09-1 8-9" +.0002" Ratchet 129.5mm 234mm 23mm 5.5mm
105-10-1 9-10" +.0003" Ratchet 142.5mm 259.5mm 23mm 5.5mm
105-11-1 10-11" +.0003" Ratchet 155.0mm 285mm 23mm 5.5mm
105-12-1 112" +.0003" Ratchet 167.5mm 310.5mm 23mm 5.5mm

Metric Dimensions

Code No. Range Accuracy Thimble A L B D
105-01-0 0-25mm +0.002mm Ratchet 24mm 32.5mm 6mm 3mm
105-02-0 25-50mm +0.002mm Ratchet 32mm 57.5mm 8mm 3mm
105-03-0 50-75mm +0.003mm Ratchet 44.5mm 82.5mm 8mm 3mm
105-04-0 75-100mm +0.003mm Ratchet 57mm 107.5mm 8mm 3mm
105-05-0 100-125mm +0.003mm Ratchet 70mm 133mm 10mm 3mm
105-06-0 125-150mm +0.003mm Ratchet 82mm 158.5mm 10mm 3mm
105-07-0 150-175mm +0.004mm Ratchet 94.5mm 184mm 12mm 5.5mm
105-08-0 175-200mm +0.004mm Ratchet 107.0mm 209.5mm 12mm 5.5mm
105-09-0 200-225mm +0.004mm Ratchet 129.5mm 234mm 23mm 5.5mm
105-10-0 225-250mm +0.004mm Ratchet 142.5mm 259.5mm 23mm 5.5mm
105-11-0 250-275mm +0.005mm Ratchet 155.0mm 285mm 23mm 5.5mm
105-12-0 275-300mm +0.005mm Ratchet 167.5mm 310.5mm 23mm 5.5mm
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MICROMETERS

16 Series

IP54 Digital Outside Micrometers

0-25mm

FEATURES

+ Resolution: .00005" / 0.00Tmm

* Carbide tipped measuring faces

* Upon switch on the display will read the actual
absolute measuring position

« Automatic off to maximize battery life

« Inch/Metric conversion

* Absolute or incremental measuring modes

* Grey painted steel frame

« Cable data output: 900-07-0/1

* Support Bluetooth data transmission
Bluetooth data output: 901-01-0/3

« Protection level IP54

Inch Dimensions

Code No. Range Accuracy L A C
116-01-3 o-1" +.0001" 32mm 156mm 22.5mm
116-02-3 1-2" +.0002" 56.5mm 185.4mm 31Imm
116-03-3 2-3" +.0002" 81.5mm 211.9mm 44mm
116-04-3 3-4" +.0002" 107.1mm 239.9mm 56mm
116-05-3 4-5" +.0002" 132mm 269.2mm 68mm
116-06-3 5-6" +.0002" 156.5mm 295.5mm 8Imm
Metric Dimensions

Code No. Range Accuracy L A Cc
116-01-2 0-25mm +0.002mm 32mm 156mm 22.5mm
116-02-2 25-50mm +0.002mm 56.5mm 185.4mm 3Imm
116-03-2 50-75mm +0.003mm 81.5mm 211.9mm 44mm
116-04-2 75-100mm +0.003mm 107.1mm 239.9mm 56mm
116-05-2 100-125mm +0.003mm 132mm 269.2mm 68mm
116-06-2 125-150mm +0.003mm 156.5mm 295.5mm 8Imm

ASIMETO CATALOG 2023



MICROMETERS

Digital Outside Micrometers 116 Series

FEATURES

« Resolution: .00005" / 0.00Tmm

* Ratchet friction thimble

* Carbide tipped measuring faces

« Spindle dia.: .25" / 6.35mm

* Painted frame

« Inch/Metric conversion

0-25mm ASIMETO 0.001mm « Absolute or incremental measuring modes
+ Automatic On/Off to maximize battery life

145

Inch Dimensions

unit:mm

Code No. Range Accuracy (© L B D
116-01-1 o-1" +.0001" 27.5mm 32mm 6mm 3Imm
16-02-1 1-2" +.0002" 37mm 57mm 8mm 3mm
116-03-1 2-3" +.0002" 50mm 82mm 8mm 3mm
16-04-1 3-4" +.0002" 61Imm 107mm 10mm 3mm
116-05-1 4-5" +.0002" 73mm 133mm 10mm 3Imm
116-06-1 5-6" +.0002" 85mm 158mm 10mm 3mm
16-07-1 6-7" +.0002" 98mm 183mm 12mm 5.5mm
116-08-1 7-8" +.0002" 110mm 209mm 12mm 5.5mm

Metric Dimensions

Code No. Range Accuracy [ L B D
116-01-0 0-25mm +0.002mm 27.5mm 32mm 6mm 3mm
116-02-0 25-50mm +0.002mm 37mm 57mm 8mm 3mm
16-03-0 50-75mm +0.003mm 50mm 82mm 8mm 3mm
116-04-0 75-100mm +0.003mm 61mm 107mm 10mm 3mm
116-05-0 100-125mm +0.003mm 73mm 133mm 10mm 3mm
116-06-0 125-150mm +0.003mm 85mm 158mm 10mm 3mm
116-07-0 150-175mm +0.004mm 98mm 183mm 12mm 5.5mm
116-08-0 175-200mm +0.004mm 1Omm 209mm 12mm 5.5mm
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MICROMETERS

Outside Micrometers-Iinch Models 101/103 Series

FEATURES

E

’ =10
=
§ =

L

e e

« Graduation:.001" /.0001"
* Flatness: .000024"
* Ratchet Stop and Ratchet Thimble are optional

B

Ratchet Stop

« Carbide tipped measuring faces
* Grey painted steel frame

101-01-1

47

B 2

Ratchet Thimble

unit:mm

Ratchet Stop Ratchet Thimble Dimensions
Code No. Code No. Range Graduation Accuracy A B C L
101-01-1 103-01-5 o-1" .001" +.0001" 9mm 3mm 28mm 32mm
101-02-1 103-02-5 1-2" .001" +.0002" 14mm 3mm 38mm 57mm
101-03-1 103-03-5 2-3" .001" +.0002" 15mm 3mm 49mm 82mm
101-04-1 103-04-5 3-4" .001" +.0002" 15mm 3mm 60mm 107mm
101-05-1 103-05-5 4-5" .001" +.0002" 16.5mm 3mm 73mm 133mm
101-06-1 103-06-5 5-6" .001" +.0002" 16.5mm 3mm 85mm 158mm
101-07-1 103-07-5 6-7" .001" +.0002" 19.4mm 3mm 104mm 183mm
101-08-1 103-08-5 7-8" .001" +.0002" 19.4mm 3mm M7mm 209mm
101-09-1 103-09-5 8-9" .001" +.0002" 19.4mm 3mm 130mm 234mm
101-10-1 103-10-5 9-10" .001" +.0003" 19.4mm 3mm 142mm 260mm
101-1-1 103-1-5 10-11" .001" +.0003" 19.4mm 3mm 155mm 285mm
101-12-1 103-12-5 1-12" .001" +.0003" 19.4mm 3mm 168mm 310mm
101-01-3 103-01-7 o-1" .00071" +.0001" 9mm 3mm 28mm 32mm
101-02-3 103-02-7 1-2" .0001" +.0002" 14mm 3mm 38mm 57mm
101-03-3 103-03-7 2-3" .0001" +.0002" 15mm 3mm 49mm 82mm
101-04-3 103-04-7 3-4" .0001" +.0002" 15mm 3mm 60mm 107mm
101-05-3 103-05-7 4-5" .0001" +.0002" 16.5mm 3mm 73mm 133mm
101-06-3 103-06-7 5-6" .0001" +.0002" 16.5mm 3mm 85mm 158mm
101-07-3 103-07-7 6-7" .0001" +.0002" 19.4mm 3mm 104mm 183mm
101-08-3 103-08-7 7-8" .0001" +.0002" 19.4mm 3mm M7mm 209mm
101-09-3 103-09-7 8-9" .00071" +.0002" 19.4mm 3mm 130mm 234mm
101-10-3 103-10-7 9-10" .0001" +.0003" 19.4mm 3mm 142mm 260mm
101-11-3 103-11-7 10-11" .0001" +.0003" 19.4mm 3mm 155mm 285mm
101-12-3 103-12-7 1-12" .0001" +.0003" 19.4mm 3mm 168mm 310mm
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MICROMETERS

Outside Micrometers-Metric Models 101/103 Series

FEATURES

=10

. l XKI‘I‘\lI‘I‘\‘IE 5 i
Qa5

e Graduation: 0.0lmm / 0.001mm
* Flatness: 0.6uym

0

s

* Ratchet Stop and Ratchet Thimble are optional

Ratchet Stop + Carbide tipped measuring faces

* Grey painted steel frame

om RSIMETD oot

101-01-0

47 17

Ratchet Thimble

unit:mm
Ratchet Stop Ratchet Thimble Dimensions
Code No. Code No. Range Graduation Accuracy A B C L
101-01-0 103-01-4 0-25mm 0.0ITmm 0.004mm 9mm 3mm 28mm 32mm
101-02-0 103-02-4 25-50mm 0.0Imm 0.004mm 14mm 3mm 38mm 57mm
101-03-0 103-03-4 50-75mm 0.0Tmm 0.005mm 15mm 3Imm 49mm 82mm
101-04-0 103-04-4 75-100mm 0.0ITmm 0.005mm 15mm 3mm 60mm 107mm
101-05-0 103-05-4 100-125mm 0.0ITmm 0.006mm 16.5mm 3mm 73mm 133mm
101-06-0 103-06-4 125-150mm 0.0Imm 0.006mm 16.5mm 3mm 85mm 158mm
101-07-0 103-07-4 150-175mm 0.0Tmm 0.007mm 19.4mm 3Imm 104mm 183mm
101-08-0 103-08-4 175-200mm 0.0ITmm 0.007mm 19.4mm 3mm n7mm 209mm
101-09-0 103-09-4 200-225mm 0.0Imm 0.008mm 19.4mm 3mm 130mm 234mm
101-10-0 103-10-4 225-250mm 0.0ITmm 0.008mm 19.4mm 3mm 142mm 260mm
101-11-0 103-11-4 250-275mm 0.0Tmm 0.009mm 19.4mm 3Imm 155mm 285mm
101-12-0 103-12-4 275-300mm 0.0ITmm 0.009mm 19.4mm 3mm 168mm 310mm
101-01-2 103-01-6 0-25mm 0.00Tmm 0.004mm 9mm 3mm 28mm 32mm
101-02-2 103-02-6 25-50mm 0.00Tmm 0.004mm 14mm 3mm 38mm 57mm
101-03-2 103-03-6 50-75mm 0.00Tmm 0.005mm 15mm 3mm 49mm 82mm
101-04-2 103-04-6 75-100mm 0.00Tmm 0.005mm 15mm 3mm 60mm 107mm
101-05-2 103-05-6 100-125mm 0.00Tmm 0.006mm 16.5mm 3mm 73mm 133mm
101-06-2 103-06-6 125-150mm 0.00Tmm 0.006mm 16.5mm 3mm 85mm 158mm
101-07-2 103-07-6 150-175mm 0.00Tmm 0.007mm 19.4mm 3Imm 104mm 183mm
101-08-2 103-08-6 175-200mm 0.00Tmm 0.007mm 19.4mm 3mm N7mm 209mm
101-09-2 103-09-6 200-225mm 0.00Tmm 0.008mm 19.4mm 3mm 130mm 234mm
101-10-2 103-10-6 225-250mm 0.00Tmm 0.008mm 19.4mm 3mm 142mm 260mm
101-11-2 103-11-6 250-275mm 0.00Tmm 0.009mm 19.4mm 3Imm 155mm 285mm
101-12-2 103-12-6 275-300mm 0.00Tmm 0.009mm 19.4mm 3mm 168mm 310mm
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ICROMETERS

Outside Micrometer Sets

Code No. Range Graduation
101-63-9 0-3" .001"
101-64-9 0-4" .001"
101-66-9 0-6" .001"
101-72-9 0-12" .001"
101-82-9 6-12" .001"
101-63-7 0-3" .0001"
101-64-7 0-4" .0001"
101-66-7 0-6" .0001"
101-72-7 0o-12" .0001"
101-82-7 6-12" .0001"
Code No. Range Graduation
101-63-8 0-75mm 0.0Tmm
101-64-8 0-100mm 0.0Tmm
101-66-8 0-150mm 0.0Tmm
101-72-8 0-300mm 0.0Tmm
101-82-8 150-300mm 0.0Tmm
101-63-6 0-75mm 0.00Tmm
101-64-6 0-100mm 0.00Tmm
101-66-6 0-150mm 0.00Tmm
101-72-6 0-300mm 0.00Tmm
101-82-6 150-300mm 0.00Tmm
Outside Micrometer 102 Series
FEATURES
A | «  Graduation: .001"/ 0.0lmm

* Flatness: 0.6pym
« Ratchet Stop
« Carbide tipped measuring faces

« Chrome plated steel frame

0-25mm AS|METO 0.01mm

102-01-0

D s O

Code No. Range Accuracy L A Cc
102-01-1 0-1" +.0001" 3imm 127.8mm 23.5mm
102-02-1 1-2" +.0002" 56.5mm 160.1mm 3Imm
102-03-1 2-3" +.0002" 81.5mm 186.6mm 44mm
102-04-1 3-4" +.0002" 107.1mm 214.6mm 56mm
102-05-1 4-5" +.0002" 132.5mm 243.3mm 68mm
102-06-1 5-6" +.0002" 157.5mm 271.1mm 80mm

e D e O
Code No. Range Accuracy L A C
102-01-0 0-25mm 0.004mm 32mm 156mm 22.5mm
102-02-0 25-50mm 0.004mm 56.5mm 185.4mm 3Imm
102-03-0 50-75mm 0.005mm 81.5mm 211.9mm 44mm
102-04-0 75-100mm 0.005mm 107.1mm 239.9mm 56mm
102-05-0 100-125mm 0.006mm 132mm 269.2mm 68mm
102-06-0 125-150mm 0.006mm 156.5mm 295.5mm 8Imm
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MICROMETERS

Digital Interchangeable Anvil Outside Micrometers

15 Series

unit:mm

115-06-0

FEATURES

* Resolution: * Carbide tipped measuring faces up to 12" / 300mm
Digital reading: .00005" / 0.00Tmm * Upon switching on the display will read the * Grey welded pipe frame for models
Flatness: .00004" / lum actual absolute measuring position over 12" / 300mm

« Inch/Metric conversion « Automatic On/Off to maximize battery life *  Support Bluetooth data transmission

* Interchangeable anvils provide wider * Absolute or incremental measuring modes Bluetooth data output: 901-01-5
measuring ranges ¢ Grey painted steel frame for models * Protection level IP65

Note:

The individual anvils are matched as a set with the frame.

The accuracy can't be guaranteed if used with a different frame.

Inch Dimensions

Code No. Range Accuracy Anvils Standards A L
15-06-1 0-6" +.0002" 6 pcs 5 pcs 82mm 158mm
15-12-1 6-12" +.0003" 6 pcs 6 pcs 165mm 308mm
15-04-7 0-4" +.0002" 4 pcs 3 pcs 57mm 108mm
15-08-7 4-8" +.0003" 4 pcs 4 pcs 4mm 208mm
1n5-12-7 8-12" +.0003" 4 pcs 4 pcs 165mm 308mm
115-16-1 12-16" +.0004" 4 pcs 2 pcs 224mm 409mm
115-20-1 16-20" +.0005" 4 pcs 2 pcs 275mm 509mm
115-24-1 20-24" +.00026" 4 pcs 2 pcs 32Imm 609mm
115-28-1 24-28" +.0006" 4 pcs 2 pcs 371Imm 709mm
115-32-1 28-32" +.0007" 4 pcs 2 pcs 426mm 809mm
15-36-1 32-36" +.0008" 4 pcs 2 pcs 476mm 909mm
115-40-1 36-40" +.0008" 4 pcs 2 pcs 576mm 1009mm

Code No.

Metric Dimensions

Range Accuracy Anvils Standards A L

15-06-0 0-150mm +0.003mm 6 pcs 5 pcs 82mm 158mm

115-12-0 150-300mm +0.005mm 6 pcs 6 pcs 165mm 308mm
15-04-6 0-100mm +0.003mm 4 pcs 3 pcs 57mm 108mm

15-08-6 100-200mm +0.004mm 4 pcs 4 pcs TN4mm 208mm
15-12-6 200-300mm +0.005mm 4 pcs 4 pcs 165mm 308mm
15-16-0 300-400mm +0.006mm 4 pcs 2 pcs 224mm 409mm
15-20-0 400-500mm +0.007mm 4 pcs 2 pcs 275mm 509mm
15-24-0 500-600mm +0.007mm 4 pcs 2 pcs 321mm 609mm
15-28-0 600-700mm +0.008mm 4 pcs 2 pcs 371mm 709mm
115-32-0 700-800mm +0.009mm 4 pcs 2 pcs 426mm 809mm
15-36-0 800-900mm +0.010mm 4 pcs 2 pcs 476mm 909mm
15-40-0 900-1000mm +0.010mm 4 pcs 2 pcs 576mm 1009mm
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MICROMETERS

Interchangeable Anvil Outside Micrometers

m-06-1

unit:mm

11 Series

FEATURES

« Graduation: .001" / 0.0lmm

«  Flatness: .00004" / lum

* Ratchet stop

¢ Interchangeable anvils provide wider
measuring ranges

» Carbide tipped measuring faces

¢ Grey painted steel frame for models
up to 12" / 300mm

+  Grey welded pipe frame for models
over 12" / 300mm

Note:

The individual anvils are matched as a set with the frame.
The accuracy can't be guaranteed if used with a different frame.

Dimensio
Code No. Range Accuracy Anvils Standards A L
m-06-1 0-6" +.0002" 6 pcs 5 pcs 82mm 158mm
m-12-1 6-12" +.0003" 6 pcs 6 pcs 165mm 308mm
m-04-7 0-4" +.0002" 4 pcs 3 pcs 57mm 108mm
111-08-7 4-8" +.0003" 4 pcs 4 pcs 1M4mm 208mm
m-12-7 8-12" +.0003" 4 pcs 4 pcs 165mm 308mm
m-16-1 12-16" +0004" 4 pcs 2 pcs 224mm 409mm
m-20-1 16-20" +.0005" 4 pcs 2 pcs 275mm 509mm
m-24-1 20-24" +.00026" 4 pcs 2 pcs 32Imm 609mm
111-28-1 24-28" +.0006" 4 pcs 2 pcs 371mm 709mm
m-32-1 28-32" +0007" 4 pcs 2 pcs 426mm 809mm
m-36-1 32-36" +.0008" 4 pcs 2 pcs 476mm 909mm
1N1-40-1 36-40" +.0008" 4 pcs 2 pcs 576mm 1009mm
o Dimensio
Code No. Range Accuracy Anvils Standards A L
M-06-0 0-150mm 0.006mm 6 pcs 5 pcs 82mm 158mm
111-12-0 150-300mm 0.008mm 6 pcs 6 pcs 165mm 308mm
111-04-6 0-100mm 0.005mm 4 pcs 3 pcs 57mm 108mm
1m-08-6 100-200mm 0.007mm 4 pcs 4 pcs 1M4mm 208mm
m-12-6 200-300mm 0.009mm 4 pcs 4 pcs 165mm 308mm
111-16-0 300-400mm 0.01Tmm 4 pcs 2 pcs 224mm 409mm
111-20-0 400-500mm 0.013mm 4 pcs 2 pcs 275mm 509mm
m-24-0 500-600mm 0.015mm 4 pcs 2 pcs 32Imm 609mm
m-28-0 600-700mm 0.016mm 4 pcs 2 pcs 371mm 709mm
1M-32-0 700-800mm 0.018mm 4 pcs 2 pcs 426mm 809mm
1M-36-0 800-900mm 0.020mm 4 pcs 2 pcs 476mm 909mm
11-40-0 900-1000mm 0.020mm 4 pcs 2 pcs 576mm 1009mm
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MICROMETERS

Micrometers With Adjustable Anvils 1M Series

FEATURES

+ Resolution: .001" / 0.01mm
*« Wide measuring range with adjustable anvil. High accuracy

{'T' ]
! rFE— ———  —»

" 1 pr—— ——— 3 standard collars enable that reading does not have to be reset
\ when changing collars
! « Travel of micrometer head: 2" / 50mm
| Micrometer thread pitch: .05" / Tmm
+ Standard collars: 2" / 50mm, 4" /100mm
¥ * Carbide measuring faces. Painted frame
."" a * Pipe combined frame for light weight and high rigidity
m-48-1

Code No. Range Accuracy Anvils Standards
111-48-1 40-48" +.0008" Tpcs 2pcs
111-56-1 48-56" +.0009" Tpcs 2pcs
n1-64-1 56-64" +.00M" Tpcs 2pcs
m-72-1 64-72" +.0012" Tpcs 2pcs
111-80-1 72-80" +.0013" Tpcs 2pcs
111-88-1 80-88" +.0015" Tpcs 2pcs
Code No. Range Accuracy Anvils Standards
111-48-0 1000-1200mm 0.020mm Tpcs 2pcs
11-56-0 1200-1400mm 0.024mm Tpcs 2pcs
m-64-0 1400-1600mm 0.028mm Tpcs 2pcs
m-72-0 1600-1800mm 0.031mm Tpcs 2pcs
111-80-0 1800-2000mm 0.034mm Tpcs 2pcs
111-88-0 2000-2200mm 0.040mm Tpcs 2pcs
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MICROMETERS

Dial Snap Gauges 152 Series

R FEATURES
fw i & + Carbide tipped measuring faces, spindle
diameter @10
« Dial indication graduation:
.00005" / 0.00Tmm
« Dial range: £.0015" / £0.04mm
0-25mm ASIMETO 0.001mm o y « Direct GO/NG judgment

* Big size indicator, easy to be read
* Measuring force 5-10N
* Protection level IP54

152-01-4

unittmm
Code No. Range Accuracy D L
152-01-5 0-1" +.00005" 25mm 28.5mm
15220225 1-2" +.00005" 35mm 53.5mm
152-03-5 2-3" +.00005" 47.5mm 78.5mm
152-04-5 3-4" +.00005" 60mm 103.5mm

Metric Dimensions

Code No. Range Accuracy D L
152-01-4 0-25mm 0.001mm 25mm 28.5mm
152-02-4 25-50mm 0.001mm 35mm 53.5mm
152-03-4 50-75mm 0.00Tmm 47.5mm 78.5mm
152-04-4 75-100mm 0.00Tmm 60mm 103.5mm
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M

Indicating Micrometers

152-01-0

CROMETERS

=)
0 5 1=

45

¢ 0-25mm ASIMETO 0.001mm

49

Inch Dimensions

152 Series

,,,,, ir

unit:mm

FEATURES

+ Graduation:
Indicator: .00005" / 0.00Tmm
Scale: .0001" / 0.002mm

* Indicator range: £0.04mm

¢ Retractable anvil with an indicator for precision
measurement of mass-produced parts

* Carbide tipped measuring faces

¢ Grey painted steel frame

Code No. Range Accuracy L A D

152-01-1 o-1" +.0001" 28.5mm 19mm @6.5mm
152-02-1 1-2" +.0002" 53.5mm 30mm @6.5mm
152-03-1 2-3" +.0002" 78.5mm 45mm @6.5mm
152-04-1 3-4" +.0002" 103.5mm 57mm @6.5mm

Metric Dimensions

Code No. Range Accuracy I8 A D

152-01-0 0-25mm 0.002mm 28.5mm 19mm @26.5mm
152-02-0 25-50mm 0.002mm 53.5mm 30mm @6.5mm
152-03-0 50-75mm 0.003mm 78.5mm 45mm @6.5mm
152-04-0 75-100mm 0.003mm 103.5mm 57mm @6.5mm
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MICROMETERS

Grip Three Point Internal Micrometers

204.7

unitmm

Dimensions

210 Series

FEATURES

* Resolution: .00005" / 0.001mm
¢ Built in wireless data transmission

« Tolerance preset and GO/NG judgement

* 330° rotating display easy to read measurement
data in multy-angle

* Measuring contact points are designed to allow

measurements near the bottom of blind holes

* Measuring surface are carbide (12mm above)

* Additional extensions can be added to increase the
measuring depth

« Setting rings for origin point setting

Code No. Range Accuracy Setting Ring L A Extension Rod
210-11-1 .275-.35" +.0001" 35" 216" .04" 4"
210-12-1 .35-.425" +.0001" .35" 216" .06" 4"
210-13-1 425-5" +.0001" 5" 216" .06" 4"
210-24-1 .5-.65" +.0001" .65" 3.15" .02" 6"
210-25-1 .65-.8" +.0001" 65" 315" .02" 6"
210-26-1 .8-1.0" +.0001" 1.0" 3.54" .02" 6"
210-27-1 1.0-1.2" +.0002" 1.0" 3.54" .02" 6"
210-28-1 1.2-1.6" +.0002" 16" 413" .02" 6"
210-29-1 1.6-2.0" +.0002" 1.6" 413" .02" 6"
210-30-1 2.0-2.5" +.0002" 257 5 .02" 6"
210-31-1 2.5-3.0" +.0002" 25" 5" .02" 6"
210-32-1 3.0-3.5" +.0002" 3.5" 5" .02" 6"
210-33-1 3.5-4.0" +.0002" 3.5" 5" .02" 6"

Metric

Dimensions

Code No. Range Accuracy Setting Ring L A Extension Rod
210-11-0 6-8mm 0.004mm 8mm 55mm 1.0mm 100mm
210-12-0 8-10mm 0.004mm 8mm 55mm 1.5mm 100mm
210-13-0 10-12mm 0.004mm 12mm 55mm 1.5mm 100mm
210-24-0 12-16mm 0.004mm 16mm 80mm 0.5mm 150mm
210-25-0 16-20mm 0.004mm 16mm 80mm 0.5mm 150mm
210-26-0 20-25mm 0.004mm 25mm 90mm 0.5mm 150mm
210-27-0 25-30mm 0.004mm 25mm 90mm 0.5mm 150mm
210-28-0 30-40mm 0.004mm 40mm 105mm 0.5mm 150mm
210-29-0 40-50mm 0.004mm 40mm 105mm 0.5mm 150mm
210-30-0 50-63mm 0.005mm 62mm 127mm 0.5mm 150mm
210-31-0 62-75mm 0.005mm 62mm 127mm 0.5mm 150mm
210-32-0 75-88mm 0.005mm 87mm 127mm 0.5mm 150mm
210-33-0 87-100mm 0.005mm 87mm 127mm 0.5mm 150mm
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CROMETERS

Pistol-Grip Three Point Internal Micrometers

211-33-0

142.16
0 e o
o
o e o
(<X}
i
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N
~
B U
o
y —

unit:mm

Dimensions

FEATURES

211 Series

« Resolution: .00005" / 0.00Tmm

* Absolute capacitive system

« Built in wireless data transmission

« Measuring contact points are designed to allow

measurements near the bottom of blind holes

* Measuring surface are carbide (12mm above)

« Display can rotate 90°

Code No. Range Accuracy Setting Ring L A Extension Rod
211-111 .275-.35" +.0001" .35" 216" .04" 4"
211-12-1 .35-.425" +.0001" .35" 216" .06" 4"
211-13-1 .425-5" +.0001" 5" 2.16" .06" 4"
211-24-1 .5-.65" +.0001" .65" 315" .02" 6"
211-25-1 .65-.8" +.0001" 65" 315" .02" 6"
211-26-1 .8-1.0" +.0001" 1.0" 3.54" .02" 6"
211-27-1 1.0-1.2" +.0002" 1.0" 3.54" .02" 6"
211-28-1 1.2-1.6" +.0002" 1.6" 413" .02" 6"
211-29-1 1.6-2.0" +.0002" 1.6" 413" .02" 6"
211-30-1 2.0-2.5" +.0002" 2.5" 5" .02" 6"
211-31-1 2.5-3.0" +.0002" 25" 5" .02" 6"
211-32-1 3.0-3.5" +.0002" B S .02" 6"
211-33-1 3.5-4.0" +.0002" 35" 5" .02" 6"

Metric Dimensions

Code No. Range Accuracy Setting Ring L A Extension Rod
211-11-0 6-8mm 0.004mm 8mm 55mm 1.0mm 100mm
211-12-0 8-10mm 0.004mm 8mm 55mm 1.5mm 100mm
211-13-0 10-12mm 0.004mm 12mm 55mm 1.5mm 100mm
211-24-0 12-16mm 0.004mm 16mm 80mm 0.5mm 150mm
211-25-0 16-20mm 0.004mm 16mm 80mm 0.5mm 150mm
211-26-0 20-25mm 0.004mm 25mm 90mm 0.5mm 150mm
211-27-0 25-30mm 0.004mm 25mm 90mm 0.5mm 150mm
211-28-0 30-40mm 0.004mm 40mm 105mm 0.5mm 150mm
211-29-0 40-50mm 0.004mm 40mm 105mm 0.5mm 150mm
211-30-0 50-63mm 0.005mm 62mm 127mm 0.5mm 150mm
211-31-0 62-75mm 0.005mm 62mm 127mm 0.5mm 150mm
211-32-0 75-88mm 0.005mm 87mm 127mm 0.5mm 150mm
211-33-0 87-100mm 0.005mm 87mm 127mm 0.5mm 150mm
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MICROMETERS

Digital Three Point Internal Micrometers

OO

\;

208 Series

FEATURES

Resolution: .00005" / 0.00Tmm

Ratchet stop

Built in wireless data transmission

Measuring contact points are designed to allow
measurements near the bottom of blind holes
Measuring surface are carbide (12mm above)
Additional extensions can be added to increase the
measuring depth

Setting rings for origin point setting

=
<
unit:mm
208-24-2
Inch Dimensions
Code No. Range Accuracy Setting Ring L A Extension Rod
208-11-3 .275-.35" +.0001" 35" 216" .04" 4"
208-12-3 .35-.425" +.0001" S5 216" .06" 4"
208-13-3 425-.5" +.0001" 5" 216" .06" 4"
208-24-3 .5-.65" +.0001" .65" 3.15" .02" 6"
208-25-3 .65-.8" +.0001" 65" 315" .02" 6"
208-26-3 .8-1.0" +.0001" 1.0" 3.54" .02" 6"
208-27-3 1.0-1.2" +.0002" 1.0" 3.54" .02" 6"
208-28-3 1.2-1.6" +.0002" 1.6" 413" .02" 6"
208-29-3 1.6-1.0" +.0002" 1.6" 413" .02" 6"
208-30-3 2.0-15" +.0002" 25" 5" .02" 6"
208-31-3 2.5-3.0" +.0002" 2.5" 5" .02" 6"
208-32-3 3.0-3.5" +.0002" ST SH .02" 6"
208-33-3 3.5-4.0" +.0002" 3.5" 5" .02" 6"

Dimensions

Code No. Range Accuracy Setting Ring L A Extension Rod
208-11-2 6-8mm 0.004mm 8mm 55mm 1.0mm 100mm
208-12-2 8-10mm 0.004mm 8mm 55mm 1.5mm 100mm
208-13-2 10-12mm 0.004mm 12mm 55mm 1.5mm 100mm
208-24-2 12-16mm 0.004mm 16mm 80mm 0.5mm 150mm
208-25-2 16-20mm 0.004mm 16mm 80mm 0.5mm 150mm
208-26-2 20-25mm 0.004mm 25mm 90mm 0.5mm 150mm
208-27-2 25-30mm 0.004mm 25mm 90mm 0.5mm 150mm
208-28-2 30-40mm 0.004mm 40mm 105mm 0.5mm 150mm
208-29-2 40-50mm 0.004mm 40mm 105mm 0.5mm 150mm
208-30-2 50-63mm 0.005mm 62mm 127mm 0.5mm 150mm
208-31-2 62-75mm 0.005mm 62mm 127mm 0.5mm 150mm
208-32-2 75-88mm 0.005mm 87mm 127mm 0.5mm 150mm
208-33-2 87-100mm 0.005mm 87mm 127mm 0.5mm 150mm
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MICROMETERS

Digital Two And Three Point Internal Micrometers (2-12mm/.08-.5")

208 Series

FEATURES

« Resolution: .00005" / 0.00Tmm
* Ratchet stop
* Setting ring supplied
- * Measuring contact points are designed to allow
measurements near to the bottom of blind holes

- 8= 10mm

+  Models up to and including 6mm / .24 inch have two
measuring points, models (over 6mm / .24 inch) with
three measuring points

* Support Bluetooth data transmission
208-12-0 Bluetooth data output: 901-01-5
* Protection level IP65

i
— ] & J—

L1

unit:mm
Dimension: 2-6mm / .08-.24" Dimension: 6-12mm / .275-.5"

Code No. Range Accuracy Setting Ring L A Extension Rod
208-06-1 .08-.1" +.0001" a 12.5mm - -
208-07-1 1-12" +.0001" 2" 12.5mm - -
208-08-1 12-16" +.0001" 16" 22.5mm - -
208-09-1 16-.2" +.0001" 16" 22.5mm ° =
208-10-1 2-24" +.0001" 24" 22.5mm - -
208-10-5 .24-.28" +.0001" 24" 22.5mm - -
208-11-1 .275-.35" +.0001” 275" 53.5mm 0.5mm 100mm
208-12-1 .35-.425" +.0001" 5" 53.5mm 0.5mm 100mm
208-13-1 425-.5" +.0001" 5" 53.5mm 0.5mm 100mm
Code No. Range Accuracy Setting Ring L A Extension Rod
208-06-0 2-2.5mm 0.004mm 2.5mm 12.5mm - -
208-07-0 2.5-3mm 0.004mm 2.5mm 12.5mm = o
208-08-0 3-4mm 0.004mm 4mm 22.5mm - -
208-09-0 4-5mm 0.004mm 5mm 22.5mm = >
208-10-0 5-6mm 0.004mm 6mm 22.5mm - -
208-11-0 6-8mm 0.004mm 6mm 53.5mm 0.5mm 100mm
208-12-0 8-10mm 0.004mm 8mm 53.5mm 0.5mm 100mm
208-13-0 10-12mm 0.004mm 10mm 53.5mm 0.5mm 100mm
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ICROMETERS

Digital Three Point Internal Micrometers (12-100mm/.5-4.0")

208 Series

ﬁ:j 30-40mm  0.001mm
\

\
- '

208-28-0

8iiin

LI

FEATURES

.

Resolution: .00005" / 0.00Tmm

Ratchet stop

Setting ring supplied

Measuring contact points are designed to allow
measurements near to the bottom of blind holes
Additional extensions can be added to increase the
measuring depth

Measuring surfaces are carbide

Support Bluetooth data transmission

Bluetooth data output: 901-01-5

Protection level IP65

Inch Dimensions

Code No. Range Accuracy Setting Ring L A Extension Rod
208-24-1 .5-.65" +.0001" 65" 80mm 0.5mm 150mm
208-25-1 .65-.8" +.0001" 65" 80mm 0.5mm 150mm
208-26-1 8-1" +.0001" 1" 90mm 0.5mm 150mm
208-27-1 1-1.2" +.0002" " 90mm 0.5mm 150mm
208-28-1 1.2-1.6" +.0002" 1.6" 97mm 0.5mm 150mm
208-29-1 1.6-2" +.0002" 1.6" 97mm 0.5mm 150mm
208-30-1 2-2.5" +.0002" 2.5" N4mm 0.5mm 150mm
208-31-1 2.5-3" +.0002" 2.5" N4mm 0.5mm 150mm
208-32-1 3-3.5" +.0002" 3.5" N4mm 0.5mm 150mm
208-33-1 3.5-4" +.0002" 3.5" 1M4mm 0.5mm 150mm

Metric Dimensions

Code No. Range Accuracy Setting Ring L A Extension Rod
208-24-0 12-16mm 0.004mm 16mm 80mm 0.5mm 150mm
208-25-0 16-20mm 0.004mm 16mm 80mm 0.5mm 150mm
208-26-0 20-25mm 0.004mm 25mm 90mm 0.5mm 150mm
208-27-0 25-30mm 0.004mm 25mm 90mm 0.5mm 150mm
208-28-0 30-40mm 0.004mm 40mm 97mm 0.5mm 150mm
208-29-0 40-50mm 0.005mm 40mm 97mm 0.5mm 150mm
208-30-0 50-63mm 0.005mm 62mm 14mm 0.5mm 150mm
208-31-0 62-75mm 0.005mm 62mm 14mm 0.5mm 150mm
208-32-0 75-88mm 0.005mm 87mm 14mm 0.5mm 150mm
208-33-0 87-100mm 0.005mm 87mm 114mm 0.5mm 150mm
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MICROMETERS

Digital Three Point Internal Micrometers (100-300mm/4.0-12.0")

208 Series
FEATURES
* Resolution: .00005" / 0.00Tmm
* Ratchet stop
* Measuring contact points are designed to allow
measurements near to the bottom of blind holes
« Additional extensions can be added to increase the
i measuring depth
* Measuring surfaces are carbide
* Setting ring are not included with the set but are
208-34-0 optional
* Support Bluetooth data transmission
Bluetooth data output: 901-01-5
M» * Protection level IP65
A= 05 H 0 |
L
t
unit:mm
| L1
Inch Optional Dimensions
Code No. Range Accuracy Setting Ring L1 Extension Rod
208-34-1 4-5" +.0002" 4" 145mm 150mm
208-35-1 5-6" +.0002" g 145mm 150mm
208-36-1 6-7" +.0002" 6" 145mm 150mm
208-37-1 7-8" +.0002" 7" 145mm 150mm
208-38-1 8-9" +.00028" 8" 145mm 150mm
208-39-1 9-10" +.00028" 9" 145mm 150mm
208-40-1 1o-n" +.00028" 10" 145mm 150mm
208-41-1 112" +.00028" " 145mm 150mm
Metric Optional Dimensions
Code No. Range Accuracy Setting Ring L1 Extension Rod
208-34-0 100-125mm 0.005mm 100mm 145mm 150mm
208-35-0 125-150mm 0.005mm 125mm 145mm 150mm
208-36-0 150-175mm 0.005mm 150mm 145mm 150mm
208-37-0 175-200mm 0.005mm 175mm 145mm 150mm
208-38-0 200-225mm 0.007mm 200mm 145mm 150mm
208-39-0 225-250mm 0.007mm 225mm 145mm 150mm
208-40-0 250-275mm 0.007mm 250mm 145mm 150mm
208-41-0 275-300mm 0.007mm 275mm 145mm 150mm
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MICROMETERS

Three Point Internal Micrometer Sets 208 Series

208-65-9

Code No. Range Packages Setting Rings Extension Rod
2 pcs

208-61-9 .08-.12" ar -
0.08-0.1", 0.1-0.12"
4 pcs

208-62-9 12-.28" 0.16", 0.24" -
0.12-0.16", 0.16"-0.2", 0.2-0.24", 0.24-0.28"
3 pcs

208-63-9 .275-.5" 0.275", 0.35", 0.5" 4"
0.275-0.35", 0.35-0.425", 0.425"-0.5"
2 pcs

208-64-9 .5-.8" 0.65" 6"
0.5-0.65", 0.65-0.8"
4 pcs

208-65-9 .8-2" ", 16" 6"
0.8-1",1-1.2",1.2-1.6", 1.6-2"
4 pcs

208-66-9 2-4" 257, &3 6"

2250, 25787, S5, 354

Code No. Range Packages Setting Rings Extension Rod

2 pcs
208-61-8 2-3mm 2.5mm -
2-2.5,2.5-3mm

3 pcs

208-62-8 3-6mm 4,5, 6mm -
3-4, 4-5, 5-6mm
3 pcs

208-63-8 6-12mm 6,8, 10mm 100mm
6-8, 8-10, 10-12mm
2 pcs

208-64-8 12-20mm 16mm 150mm
12-16, 16-20mm
4 pcs

208-65-8 20-50mm 25, 40mm 150mm
20-25, 25-30, 30-40, 40-50mm
4 pcs

208-66-8 50-100mm 62, 87mm 150mm

50-63, 62-75, 75-88, 87-100mm
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M

CROMETERS

Two And Three Point Internal Micrometers (2-12mm/.08-.5")

209 Series

B —
_—

209-09-0

4-5mm

0.001mm

f—
o

Dimension: 2-6mm / .08-.24"

N
)]

unit:mm

FEATURES

Graduation: .0001” / 0.001Tmm

Ratchet stop

Setting ring supplied

Measuring contact points are designed to allow
measurements near to the bottom of blind holes
Models up to and including 6mm / .24 inch have two
measuring points, models (over 6mm / .24 inch) with

three measuring points

L1

Dimension: 6-12mm / .275-.5"

Inch Dimensions

Code No. Range Accuracy Setting Ring L A Extension Rod
209-06-1 .08-.1" +.0001" a7 12.5mm - -

209-07-1 2-127 +.0001" g 12.5mm - -

209-08-1 12-16" +.0001" 16" 22.5mm - -

209-09-1 16-.2" +.0001" 16" 22.5mm - -

209-10-1 2-24" +.0001" 24" 22.5mm - -

209-10-5 .24-.28" +.0001" 24" 22.5mm - -

209-11-1 .275-.35" +.0001" 275" 53.5mm 0.5mm 100mm
209-12-1 .35-.425" +.0001" .35" 53.5mm 0.5mm 100mm
209-13-1 .425-5" +.0001" 5" 53.5mm 0.5mm 100mm

Metric Dimensions

Code No. Range Accuracy Setting Ring L A Extension Rod
209-06-0 2-2.5mm 0.004mm 2.5mm 12.5mm - -

209-07-0 2.5-3mm 0.004mm 2.5mm 12.5mm = =

209-08-0 3-4mm 0.004mm 4mm 22.5mm - -

209-09-0 4-5mm 0.004mm 5mm 22.5mm = =

209-10-0 5-6mm 0.004mm 6mm 22.5mm - -

209-11-0 6-8mm 0.004mm 6mm 53.5mm 0.5mm 100mm

209-12-0 8-10mm 0.004mm 8mm 53.5mm 0.5mm 100mm

209-13-0 10-12mm 0.004mm 10mm 53.5mm 0.5mm 100mm
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MICROMETERS

Three Point Internal Micrometers (12-100mm/.5-4.0")

209 Series

20-25mm 0.005mm

209-26-0

ﬂm‘i
J

{
JT:A

-
=

FEATURES

« Graduation: .0002" / 0.005mm

* Ratchet stop

* Setting ring supplied

* Measuring contact points are designed to allow
measurements near to the bottom of blind holes

* Additional extensions can be added to increase the
measuring depth

* Measuring surfaces are carbide

Dimensions

L1

Code No. Range Accuracy Setting Ring L A Extension Rod
209-24-1 .5-.65" +.0001" .65" 80mm 0.5mm 150mm
209-25-1 .65-.8" +.0001" .65" 80mm 0.5mm 150mm
209-26-1 .8-1" +.0001" 1" 90mm 0.5mm 150mm
209-27-1 1-1.2" +.0002" " 90mm 0.5mm 150mm
209-28-1 1.2-1.6" +.0002" 1.6" 97mm 0.5mm 150mm
209-29-1 1.6-2" +.0002" 1.6" 97mm 0.5mm 150mm
209-30-1 2-2.5" +.0002" 2.5" N4mm 0.5mm 150mm
209-31-1 2.5-3" +.0002" 2.5" N4mm 0.5mm 150mm
209-32-1 3-3.5" +.0002" 35" N4mm 0.5mm 150mm
209-33-1 3.5-4" +.0002" 3.5" N4mm 0.5mm 150mm

Dimensions

Code No. Range Accuracy Setting Ring L A Extension Rod
209-24-0 12-16mm 0.004mm 16mm 80mm 0.5mm 150mm
209-25-0 16-20mm 0.004mm 16mm 80mm 0.5mm 150mm
209-26-0 20-25mm 0.004mm 25mm 90mm 0.5mm 150mm
209-27-0 25-30mm 0.004mm 25mm 90mm 0.5mm 150mm
209-28-0 30-40mm 0.004mm 40mm 97mm 0.5mm 150mm
209-29-0 40-50mm 0.005mm 40mm 97mm 0.5mm 150mm
209-30-0 50-63mm 0.005mm 62mm 14mm 0.5mm 150mm
209-31-0 62-75mm 0.005mm 62mm 14mm 0.5mm 150mm
209-32-0 75-88mm 0.005mm 87mm 114mm 0.5mm 150mm
209-33-0 87-100mm 0.005mm 87mm 114mm 0.5mm 150mm
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MICROMETERS

Three Point Internal Micrometers (100-300mm/4.0-12.0")

209 Series
FEATURES
« Graduation:.0002" / 0.005mm
+ Ratchet stop
n -y . * Measuring contact points are designed to allow
L2 7 measurements near to the bottom of blind holes
! + Additional extensions can be added to increase the
I measuring depth
209-34-0 * Measuring surfaces are carbide
* Setting ring are not included with the set but are
optional
| 5
0 P
—
[
unittmm
| L1
Inch Optional Dimensions
Code No. Range Accuracy Setting Ring L1 Extension Rod
209-34-1 4-5" +.0002" 4" 145mm 150mm
209-35-1 5-6" +.0002" &P 145mm 150mm
209-36-1 6-7" +.0002" 6" 145mm 150mm
209-37-1 7-8" +.0002" 7" 145mm 150mm
209-38-1 8-9" +.00028" 8" 145mm 150mm
209-39-1 9-10" +.00028" 9" 145mm 150mm
209-40-1 10-1" +.00028" 10" 145mm 150mm
209-41-1 1-12" +.00028" " 145mm 150mm
Metric Optional Dimensions
Code No. Range Accuracy Setting Ring L1 Extension Rod
209-34-0 100-125mm 0.005mm 100mm 145mm 150mm
209-35-0 125-150mm 0.005mm 125mm 145mm 150mm
209-36-0 150-175mm 0.005mm 150mm 145mm 150mm
209-37-0 175-200mm 0.005mm 175mm 145mm 150mm
209-38-0 200-225mm 0.007mm 200mm 145mm 150mm
209-39-0 225-250mm 0.007mm 225mm 145mm 150mm
209-40-0 250-275mm 0.007mm 250mm 145mm 150mm
209-41-0 275-300mm 0.007mm 275mm 145mm 150mm
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MICROMETERS

Three Point Internal Micrometer Sets 209 Series

209-62-8

Code No. Range Packages Setting Rings Extension Rod
2 pcs

209-61-9 .08-12" ar -
0.08-0.1", 0.1-0.12"
4 pcs

209-62-9 12-.28" 0.16", 0.24" =
0.12-0.16", 0.16"-0.2", 0.2-0.24", 0.24-0.28"
3 pcs

209-63-9 .275-.5" 0.275", 0.35", 0.5" 4"
0.275-0.35", 0.35-0.425", 0.425"-0.5"
2 pcs

209-64-9 .5-8" 0.65" 6"
0.5-0.65", 0.65-0.8"
4 pcs

209-65-9 .8-2" 1, 16" 6"
0.8-1",1-1.2", 1.2-1.6", 1.6-2"
4 pcs

209-66-9 2-4" 25, 8B 6"

2-2.5",2.5-3", 3-3.5", 3.5-4"

Code No. Range Packages Setting Rings Extension Rod
2 pcs

209-61-8 2-3mm 2.5mm -
2-2.5,2.5-3mm
3 pcs

209-62-8 3-6mm 4,5, 6mm =
3-4, 4-5, 5-6mm
3 pcs

209-63-8 6-12mm 6, 8, 10mm 100mm
6-8, 8-10, 10-12mm
2 pcs

209-64-8 12-20mm 16mm 150mm
12-16, 16-20mm
4 pcs

209-65-8 20-50mm 25, 40mm 150mm
20-25, 25-30, 30-40, 40-50mm
4 pcs

209-66-8 50-100mm 62, 87mm 150mm

50-63, 62-75, 75-88, 87-100mm
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MICROMETERS

Digital Inside Micrometers 207 Series

FEATURES

+ Resolution: .00005" / 0.00Tmm

* Ratchet stop

+ Designed for the measurement of intricate internal
characteristics

* Solid carbide pins for measurement contact points

* Satin chrome finished

« .2-1.2"/5-30mm and 1-2" / 25-50mm range are
supplied with Setting Ring

* Support Bluetooth data transmission
Bluetooth data output: 901-01-5

!

r=n
ip6es) 160N
8% L

207-01-1

Jon

27.75 12.25
27.75 5 ?2 ?2 ] R12 - |

unitmm
. (.

Code No. Range Resolution Accuracy Code No. Range Resolution Accuracy

207-01-1 2-1.2" .00005" +.0001" 207-01-0 5-30mm 0.001mm +0.003mm
207-02-1 1-2" .00005" +.0002" 207-02-0 25-50mm 0.00Tmm +0.003mm
207-03-1 2-3" .00005" +.0002" 207-03-0 50-75mm 0.00Tmm +0.004mm
207-04-1 3-4" .00005" +.0002" 207-04-0 75-100mm 0.00Tmm +0.004mm
207-05-1 4-5" .00005" +.0002" 207-05-0 100-125mm 0.001mm +0.005mm
207-06-1 5-6" .00005" +.0002" 207-06-0 125-150mm 0.00Tmm +0.005mm
207-07-1 6-7" .00005" +.0002" 207-07-0 150-175mm 0.00Tmm +0.005mm
207-08-1 7-8" .00005" +.0002" 207-08-0 175-200mm 0.00Tmm +0.005mm
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MICROMETERS

Inside Micrometers 203 Series

FEATURES
l | % “ + Graduation: .001" / 0.0lmm
! = / ) « Ratchet stop
* Designed for the measurement of intricate internal
203-02-0 characteristics
— * Satin chrome finished
‘—I e .2-1.2"/5-30mm and 1-2" / 25-50mm range are
supplied with Setting Ring
5
27 75 27.75 P— 12.25 5
|
S
unittmm
e |
Code No. Range Graduation Accuracy Code No. Range Graduation Accuracy
203-01-1 2-1.2" .001" +.0001" 203-01-0 5-30mm 0.01mm 0.005mm
203-02-1 1222 .001" +.0002" 203-02-0 25-50mm 0.0Imm 0.006mm
203-03-1 2-3" .001" +.0002" 203-03-0 50-75mm 0.0Imm 0.007mm
203-04-1 3-4" .001" +.0002" 203-04-0 75-100mm 0.01mm 0.008mm
203-05-1 4-5" .001" +.0002" 203-05-0 100-125mm 0.01mm 0.009mm
203-06-1 5-6" .001" +.0002" 203-06-0 125-150mm 0.0Imm 0.009mm
203-07-1 6-7" .001" +.0002" 203-07-0 150-175mm 0.0Imm 0.010mm
203-08-1 7-8" .001" +.0002" 203-08-0 175-200mm 0.0Imm 0.010mm
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M

CROMETERS

Dual Measurement Inside Micrometers 206 Series
1 1
_4Aan B
FEATURES

0.01mm
5-30mm

« Graduation: .001" / 0.0lmm
« For all kinds of inside measurements

206-01-0 * Large measuring range with two sides of calipers
Bi-directional graduation for easy reading in both directions

«  Supplied with Setting Ring (@1.2" / @30mm dia.)

SR2.4
35 <
24 i
| )
'pl
2 ‘ f
[qt]
Tp] | 2
o
Q] ! B
'pl pn
o
o ‘ unit:mm
) a9 14.9] \SR14.9
Code No. Lower Range Upper Range Graduation Accuracy
Inch
206-01-1 [ 21127 [12-22" [ oor | £0002"
Metric
206-01-0 [ 5-30mm [ 30-55mm [ 0.01mm [ 0.005mm

240 Series

Tubular Inside Micrometers

FEATURES

« Graduation: .001" / 0.0Tmm

« Accuracy: Metric (3+n+L/50) um
Inch [0.00005 (3+L/2)]"
n=number of rod, L=Maximun measuring Length (mm)/(inch)

« Offers a wide range of ID measurements by combining extension rods with
the micrometer head

« Supplied with a standard caliper gauge for zero setting

* The combining of Extension Rod provides a wide measuring range

* Carbide measuring faces
240-01-0 .

Diameter of Extension Rod: @15.5mm

Code No. Range Extension Rod Note

240-01-1 2-12" 57,1, 2" (2 pes), 4" Includes .50", .001” Mic. Head
240-02-1 2-40" 57,1, 2", 4" (2 pcs), 6", 8", 12" Includes .50", .001” Mic. Head
169-55-1 2-2.5" - Replacement Mic Head .001"

Code No. Range Extension Rod Note

240-01-0 50-300mm 13, 25, 50 (2 pcs), 100mm Includes 13mm, 0.0Tmm Mic. Head
240-02-0 50-1000mm 13, 25, 50, 100 (2 pcs), 150, 200,300mm Includes 13mm, 0.0lmm Mic. Head
240-03-0 50-1500mm 13, 25, 50, 100 (2 pcs), 150, 200 (2 pcs), 300mm (2 pcs) Includes 13mm, 0.0lmm Mic. Head
240-11-0 50-100mm 13, 25mm Includes 13mm, 0.01mm Mic. Head
240-12-0 50-500mm 13, 25, 50 (2 pcs ), 100, 200mm Includes 13mm, 0.0Tmm Mic. Head
169-55-0 50-63mm ° Replacement 0.0Tmm Mic. Head
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MICROMETERS

Inside Micrometers - Interchangeable Rod Type

242-40-1
42

4
™
- H
| _E -2 =

] h_S s

25
Wl SRY/
=
unit:mm
%

242 Series

FEATURES

Graduation: .001" / 0.0Tmm.

Accuracy: Metric (6 + L/50) um

Inch [0.0003 + 0.00005 (L/2)]1"

L=Maximun measuring Length (mm)/(inch)

Rods marked with its measuring range

Satin chrome finish throughout

All contact points hardened for extra long tool life
With locking clamp

Zero point can be readjusted by rotating the
micrometer head sleeve

Carbide tipped measuring faces

Code No. Range Head Travel Graduation Spacing Collar Diameter Of Rods Note

242-02-1 1-2" 25" .001" - @.248" 1" Mic Head & 2 Rods
242-08-1 2-8" .50" .001" .500" 2.248" 2" Mic Head & 6 Rods
242-12-1 2-12" .50" .001" .500" @.248" 2" Mic Head & 10 Rods
242-20-1 8-20" 1.00" .001" 1, 2" @.355" 8" Mic Head & 3 Rods
242-40-1 8-40" 1.00" .001" 12" @.355" 8" Mic Head & 8 Rods

Code No. Range Head Travel Graduation Spacing Collar Diameter Of Rods Note

242-02-0 25-50mm 7mm 0.0Imm - 26.3mm 25mm Mic Head & 2 Rods
242-08-0 50-200mm 13mm 0.0Imm 13mm 26.3mm 50mm Mic Head & 6 Rods
242-12-0 50-300mm 13mm 0.01Tmm 13mm @26.3mm 50mm Mic Head & 10 Rods
242-20-0 200-500mm 25mm 0.0Imm 25mm, 50mm 29mm 200mm Mic Head & 3 Rods
242-40-0 200-1000mm 25mm 0.0Ilmm 25mm, 50mm @9mm 200mm Mic Head & 8 Rods

Note: Individual rods are matched with micrometer and should not be interchanged with other sets
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MICROMETERS

Caliper Micrometers 190 Series

FEATURES

« Graduation:
— Inch: .001"
E Metric: 0.0Tmm
* Ratchet stop

« Carbide tipped measuring faces
* Grey painted steel frame

\ '-'... :l unit:mm

D e o
Code No. Range Accuracy L
190-11-1 o-1" +.0001" 56mm
190-12-1 =27 +.0002" 8Imm
190-13-1 2-3" +.0002" 106mm
190-14-1 3-4" +.0002" 131mm

D e o
Code No. Range Accuracy L
190-11-0 0-25mm 0.004mm 56mm
190-12-0 25-50mm 0.004mm 8Imm
190-13-0 50-75mm 0.005mm 106mm
190-14-0 75-100mm 0.005mm 13Tmm
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MICROMETERS

Quick-Setting Outside Micrometers, Tmm Rev 102 Series

FEATURES

Graduation: 0.01Tmm
Flatness: 0.3um
* Ratchet thimble
Tmm thread pitch for quick setting
The measurement can be read directly from the
thimble due to the 100 step graduation
Carbide tipped measuring faces
o2smm ASIMETO o.0tmm oA «  Grey painted steel frame

102-61-0
LA L 7 5, 48 14
0
S
- =1 @ 2
M
unit:mm
D o

Code No. Range Accuracy A B L
102-61-0 0-25mm 0.004mm 6mm 24mm 32mm
102-62-0 25-50mm 0.004mm 8mm 32mm 57mm
102-63-0 50-75mm 0.005mm 8mm 45mm 82mm
102-64-0 75-100mm 0.005mm 8mm 57mm 107mm

Micrometer Stands 109 Series

FEATURES

* These stands are designed to allow bench top use

with hand micrometers

Code No.: 109-01-0 Code No.: 109-02-1
Painted Steel Base Painted Cast-Iron Base
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MICROMETERS

Blade Micrometers 17 Series

FEATURES

* Resolution:
Digital reading: .00005" / 0.001mm

* Ratchet stop

* For measuring the groove diameter of shafts,
keyways, and other hard to reach portions

* Non-rotating spindle

« Carbide tipped measuring faces

n7-01-0 «  Grey painted steel frame
* Inch/Metric conversion
« Upon switching on the display will read

the actual absolute measuring position
« Automatic On/Off to maximize battery life
* Absolute or incremental measuring modes
* Support Bluetooth data transmission

Bluetooth data output: 901-01-5
-1 ASIMETO

117-01-1

A . B
- | i
EI | o E—
ST sy 22
ER e  nn s —
unit:mm
Anvil Type A Anvil Type B Inch Dimensions
Code No. Code No. Range Accuracy a Cc
17-01-1 Nn7-01-3 o-1" +.0001" 57mm 32mm
117-02-1 117-02-3 1-2" +.0002" 82mm 44.5mm
117-03-1 117-03-3 2-3" +.0002" 107mm 57mm
117-04-1 117-04-3 3-4" +.0002" 132.6mm 69.5mm
17-05-1 Nn7-05-3 4-5" +.0002" 158mm 82mm
117-06-1 117-06-3 5-6" +.0002" 183.4mm 94.5mm
Anvil Type A Anvil Type B Metric Dimensions
Code No. Code No. Range Accuracy a [+
17-01-0 17-01-2 0-25mm +0.002mm 57mm 32mm
117-02-0 117-02-2 25-50mm +0.002mm 82mm 44.5mm
117-03-0 117-03-2 50-75mm +0.003mm 107mm 57mm
117-04-0 117-04-2 75-100mm +0.003mm 132.6mm 69.5mm
117-05-0 17-05-2 100-125mm +0.003mm 158mm 82mm
117-06-0 117-06-2 125-150mm +0.003mm 183.4mm 94.5mm
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M

Blade Micrometers

ICROMETERS

ASIMETO  o.01mm

12-01-0

N2 Series

FEATURES

» Graduation: .001" / 0.0ITmm

* Ratchet stop

* For measuring the groove diameter of shafts,

keyways, and other hard to reach portions

* Non-rotating spindle

* Carbide tipped measuring faces

* Grey painted steel frame

] A . B
S= = | ¢
A o]
u =7 ]
P OjSaEHk % *H 3.5
HED G N —
unit:mm
Anvil Type A Anvil Type B Inch Dimensions
Code No. Code No. Range Accuracy a c
12-01-1 12-01-3 o-1" +.00071" 57mm 32mm
N2-02-1 12-02-3 1-2" +.0002" 82mm 44.5mm
12-03-1 112-03-3 2-3" +.0002" 107mm 57mm
12-04-1 112-04-3 3-4" +.0002" 132.6mm 69.5mm
12-05-1 112-05-3 4-5" +.0002" 158mm 82mm
12-06-1 12-06-3 5-6" +.0002" 183.4mm 94.5mm
Anvil Type A Anvil Type B Metric Dimensions
Code No. Code No. Range Accuracy a C
112-01-0 112-01-2 0-25mm 0.004mm 57mm 32mm
112-02-0 112-02-2 25-50mm 0.004mm 82mm 44.5mm
12-03-0 112-03-2 50-75mm 0.005mm 107mm 57mm
12-04-0 12-04-2 75-100mm 0.005mm 132.6mm 69.5mm
12-05-0 112-05-2 100-125mm 0.006mm 158mm 82mm
112-06-0 112-06-2 125-150mm 0.006mm 183.4mm 94.5mm
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MICROMETERS

Multi-Anvil Micrometers 125 Series

FEATURES

:
TITT=—-d

=3

* Resolution:
Digital reading: .00005" / 0.00Tmm
* Ratchet stop

11
11|
o

o B o-2smm ASMETD 0001mm * Measures tube thickness, shoulder edge distance

rivet head height, with interchangeable anvils
(Flat Anvil, Rod Anvil, V-anvil)
» Inch/Metric conversion

125-01-0

* Upon switching on the display will read the actual
absolute measuring position

d « Carbide tipped measuring faces

} « Automatic On/Off to maximize battery life

« Chrome-plated steel feet frame

* Absolute or incremental measuring modes

¢ Support Bluetooth data transmission
Bluetooth data output: 901-01-5

125-01-1 * Protection level IP65

ieo; A,
160
kwdd

15

d
i‘ ‘6.5 }‘

‘ 365

=l
|

Inch Dimensions

26

unit:mm L=25mm

| |

Code No. Range Accuracy A d
125-01-1 o-1" +.0001" 28.5mm @3mm
125-02-1 =27 +.0002" 53.5mm 25mm

Metric Dimensions

Code No. Range Accuracy A d
125-01-0 0-25mm +0.002mm 28.5mm a3mm
125-02-0 25-50mm +0.002mm 53.5mm d5mm
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MICROMETERS

Multi-Anvil Micrometers 121 Series

FEATURES

« Graduation: .001" / 0.0lmm
* Ratchet thimble
* Measures tube thickness, shoulder edge distance rivet

P RG[mﬁTﬂ

head height, with interchangeable anvils
(Flat Anvil, Rod Anvil, V-anvil)

« Carbide tipped measuring faces

*« Chrome-plated steel feet frame

121-01-1

7
ot
o
| | :a

unit:mm

i .

Inch Dimensions

26

-
|

Code No. Range Accuracy A d
121-01-1 o-1" +.0001" 28.5mm @3mm
121-02-1 1-2" +.0002" 53.5mm @5mm

Metric Dimensions

Code No. Range Accuracy A d
121-01-0 0-25mm 0.004mm 28.5mm g3Imm
121-02-0 25-50mm 0.004mm 53.5mm asmm
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MICROMETERS

Point Micrometers 126 Series

FEATURES

* Resolution:
Digital reading: .00005" / 0.001mm
* Ratchet stop

« 15 degree and 30 degree measuring points are available

* For measuring the web thickness of drills, small grooves, and
other hard to reach dimensions

« Carbide tipped measuring faces

* Grey painted steel frame

« Upon switching on the display will read the actual absolute
measuring position

« Automatic On/Off to maximize battery life

* Absolute or incremental measuring modes

* Support Bluetooth data transmission
Bluetooth data output: 901-01-5

« Protection level IP65

. N re1
Ipes) 1601
12* ASIMETO 0.00005 kwdd

126-02-1
A al D
o 5
=== P 300 15°
— oo - /= - /= -
] ses 565
o o |
SR0.3 SR0.3
unitmm

A ne D A ne » e o
Code No. Code No. Range Accuracy A C
126-01-1 126-01-3 o-1" +.0001" 57mm 32mm
126-02-1 126-02-3 1-2" +.0002" 82mm 44.5mm
126-03-1 126-03-3 2-3" +.0002" 107mm 57mm
126-04-1 126-04-3 3-4" +.0002" 132.6mm 69.5mm
pe D pe D e O
Code No. Code No. Range Accuracy A C
126-01-0 126-01-2 0-25mm +0.002mm 57mm 32mm
126-02-0 126-02-2 25-50mm +0.002mm 82mm 44.5mm
126-03-0 126-03-2 50-75mm +0.003mm 107mm 57mm
126-04-0 126-04-2 75-100mm +0.003mm 132.6mm 69.5mm
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M

Point Micrometers

ICROMETERS

122 Series

FEATURES

« Graduation: .001" / 0.0lmm
* Ratchet stop

* 15 degree and 30 degree measuring points are available

¢ For measuring the web thickness of drills, small grooves, and other

hard to reach dimensions
» Carbide tipped measuring faces

ASIMETO o1 * Grey painted steel frame
122-01-1
A
A D
=- 30° 150y
P65 26.5
SRO.3 SRO.3
unitmm

A pe A pe A 30° Dime o
Code No. Code No. Range Accuracy A [of
122-01-1 122-01-3 o-1" +.0001" 57mm 32mm
122-02-1 122-02-3 1-2" +.0002" 82mm 44.5mm
122-03-1 122-03-3 2-3" +.0002" 107mm 57mm
122-04-1 122-04-3 3-4" +.0002" 132.6mm 69.5mm
A pe A ne A 30° » e o
Code No. Code No. Range Accuracy A [of
122-01-0 122-01-2 0-25mm 0.004mm 57mm 32mm
122-02-0 122-02-2 25-50mm 0.004mm 82mm 44.5mm
122-03-0 122-03-2 50-75mm 0.005mm 107mm 57mm
122-04-0 122-04-2 75-100mm 0.005mm 132.6mm 69.5mm
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MICROMETERS

Single Point Micrometers 135 Series

i

il
0 5

=

vz ASIMETO

135-01-0

0-1 ASIMETO 0.00005"

135-01-0

FEATURES

* Resolution:
Digital reading: .00005" / 0.00Tmm
* Ratchet stop
* For measuring the height of crimp contacts
« Carbide tipped measuring faces
« Grey painted steel frame
* Inch/Metric conversion
* Upon switching on the display will read the actual
absolute measuring position
+ Automatic On/Off to maximize battery life
* Absolute or incremental measuring modes

«  Support Bluetooth data transmission
Bluetooth data output: 901-01-5
* Protection level IP65

E
1 265
] F  —
;J 60°
 —
?6.5 6.5 0‘5& 6.5
35 60° a;Jk 60°
unit:mm
A pe B A pe A pe D = 0
Code No. Code No. Code No. Range Accuracy A [+
135-01-1 135-01-3 135-01-5 0-1" +.0001" 34.4mm 24mm
135-02-1 o ® 1-2" +.0002" 59.4mm 32mm
135-03-1 - - 2-3" +.0002" 84.8mm 44.5mm
135-04-1 - - 3-4" +.0002" 110.2mm 57mm
pe B A pe A pe e » e o
Code No. Code No. Code No. Range Accuracy A (e
135-01-0 135-01-2 135-01-4 0-25mm +0.002mm 34.4mm 24mm
135-02-0 = = 25-50mm +0.002mm 59.4mm 32mm
135-03-0 - - 50-75mm +0.003mm 84.8mm 44.5mm
135-04-0 = = 75-100mm +0.003mm 110.2mm 57mm
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MICROMETERS

Single Point Micrometers 131 Series

FEATURES

« Graduation: .0001" / 0.0lmm

* Ratchet stop

* For measuring the height of crimp contacts
* Carbide tipped measuring faces

* Grey painted steel frame

01" ASIMETO o001
E
131-01-3 | 265
e —1
A sl 60°
— e — %
—r ~ T
B C
&} %6.5 ?6.5 0.5 26.5
iy 4 —
35 60° %QJk 60°
unit:mm
pe B A pe A o Dime o)
Code No. Code No. Code No. Range Accuracy A ©
131-01-1 131-01-3 131-01-5 o-1" +.0001" 34.4mm 24mm
131-02-1 - - 1-2" +.0002" 59.4mm 32mm
131-03-1 - - 2-3" +.0002" 84.8mm 44.5mm
131-04-1 ° o 3-4" +.0002" 110.2mm 57mm
pe pe pe e Dime o)
Code No. Code No. Code No. Range Accuracy A @©
131-01-0 131-01-2 131-01-4 0-25mm 0.004mm 34.4mm 24mm
131-02-0 = = 25-50mm 0.004mm 59.4mm 32mm
131-03-0 - - 50-75mm 0.005mm 84.8mm 44.5mm
131-04-0 = = 75-100mm 0.005mm 110.2mm 57mm
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MICROMETERS

Spline Micrometers 118 Series

FEATURES

* Resolution:
Digital reading: .00005" / 0.001Tmm
¢ Ratchet stop

« For measuring spline shafts, slots and keyways
* Carbide tipped measuring faces

¢ Grey painted steel frame

¢ Anvils A and Anvils B are optional

* Inch/Metric conversion

« Upon switching on the display will read the actual absolute
measuring position

« Automatic On/Off to maximize battery life

* Absolute or incremental measuring modes

* Support Bluetooth data transmission
Bluetooth data output: 901-01-5
* Protection level IP65

118-01-0

a []

ia ]

unit:mm

pe A 7, A pe B (9 O D e O
Code No. Code No. Range Accuracy A Cc
18-01-1 118-01-3 o-1" +.0001" 57mm 32mm
18-02-1 118-02-3 1-2" +.0002" 82mm 44.5mm
18-03-1 118-03-3 2-3" +.0002" 107mm 57mm
18-04-1 118-04-3 3-4" +.0002" 132.6mm 69.5mm
18-05-1 118-05-3 4-5" +.0002" 158mm 82mm
118-06-1 118-06-3 5-6" +.0002" 183.4mm 94.5mm
A pe A (D A pe B (D 0 e D e o
Code No. Code No. Range Accuracy A (o
118-01-0 118-01-2 0-25mm +0.002mm 57mm 32mm
118-02-0 118-02-2 25-50mm +0.002mm 82mm 44.5mm
18-03-0 118-03-2 50-75mm +0.003mm 107mm 57mm
118-04-0 118-04-2 75-100mm +0.003mm 132.6mm 69.5mm
118-05-0 118-05-2 100-125mm +0.003mm 158mm 82mm
18-06-0 18-06-2 125-150mm +0.003mm 183.4mm 94.5mm
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M

Spline Micrometers

ICROMETERS

0-1

ASIMETO ooor

18-61-1

18 Series

FEATURES

« Graduation: .0001" / 0.01mm

* Ratchet stop

« For measuring spline shafts, slots and keyways

» Carbide tipped measuring faces
¢ Grey painted steel frame

« Anvils A and Anvils B are optional

A " s
y 8 g 3
=
sl o] |
unit:mm

p 7 D 7)) D - o
Code No. Code No. Range Accuracy A c
118-61-1 118-61-3 o-1" +.0001" 57mm 32mm
118-62-1 118-62-3 1-2" +.0002" 82mm 44.5mm
118-63-1 118-63-3 2-3" +.0002" 107mm 57mm
118-64-1 118-64-3 3-4" +.0002" 132.6mm 69.5mm
118-65-1 118-65-3 4-5" +.0002" 158mm 82mm
118-66-1 118-66-3 5-6" +.0002" 183.4mm 94.5mm
A pe A (D A P 7, e » e o
Code No. Code No. Range Accuracy A [of
118-61-0 118-61-2 0-25mm 0.004mm 57mm 32mm
118-62-0 118-62-2 25-50mm 0.004mm 82mm 44.5mm
118-63-0 118-63-2 50-75mm 0.005mm 107mm 57mm
118-64-0 118-64-2 75-100mm 0.005mm 132.6mm 69.5mm
18-65-0 118-65-2 100-125mm 0.006mm 158mm 82mm
118-66-0 118-66-2 125-150mm 0.006mm 183.4mm 94.5mm

47 ASIMETO CATALOG 2023




MICROMETERS

Gear Tooth Micrometers 118 Series

FEATURES

« Graduation: .001" / 0.01lmm

* Ratchet stop

* Measures over-pin diameter of gears with precision
steel (carbide) ball-tipped measuring faces

* Interchangeable ball anvil-spindle tips for various
gear modules (0.6-3.5) are optional

ASIMETO  ooce « Setincludes 10 pairs interchangeable anvils

* Grey painted steel frame
18-71-9

Inch Set Dimensions

Code No. Set Code No. Range Accuracy A C
18-71-1 18-71-9 o-1" +.0001" 67mm 38mm
18-72-1 118-72-9 1-2" +.0002" 92.4mm 50mm
118-73-1 18-73-9 2-3" +.0002" 17.6mm 62mm
18-74-1 118-74-9 3-4" +.0002" 143mm 70mm
18-75-1 118-75-9 4-5" +.0002" 168.2mm 82mm
18-76-1 118-76-9 5-6" +.0002" 192mm 94.5mm
18-77-1 18-77-9 6-7" +.0002" 217mm 107mm
Metric Set Dimensions

Code No. Set Code No. Range Accuracy A C
18-71-0 18-71-8 0-25mm 0.004mm 67mm 38mm
18-72-0 118-72-8 25-50mm 0.004mm 92.4mm 50mm
118-73-0 118-73-8 50-75mm 0.005mm 17.6mm 62mm
18-74-0 118-74-8 75-100mm 0.005mm 143mm 70mm
18-75-0 118-75-8 100-125mm 0.006mm 168.2mm 82mm
18-76-0 118-76-8 125-150mm 0.006mm 192mm 94.5mm
18-77-0 18-77-8 150-175mm 0.007mm 217mm 107mm

Anvils For Gear Tooth Micrometers 19 series

Anvils Anvils

Code No. Ball Dia. Module Diametral Pitch Code No. Ball Dia. Module Diametral Pitch
119-80-0 ZTmm-@6.0mm 0.6-3.5 45-7 119-86-0 @3.5mm 2 13

19-81-0 @1mm 0.6-0.65 45 19-87-0 @4.0mm 2.25 n

19-82-0 @1.5mm 0.9-1.0 28-26 119-88-0 @4.5mm 25 10

119-83-0 @2.0mm 125 22 119-89-0 @5.0mm 2.75 9

119-84-0 @2.5mm 15 17 119-90-0 26.0mm 35

119-85-0 @3.0mm 1.75 15
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MICROMETERS

Gear Tooth Micrometers 118 Series

FEATURES

* Resolution:
Digital reading: .00005"” / 0.001mm
* Ratchet stop
* Measures over-pin diameter of gears with precision steel

(carbide) ball-tipped measuring faces

« Interchangeable ball anvil-spindle tips for various gear
18-31-8 modules (0.6-3.5) are optional
* Set includes 10 pairs Interchangeable anvils
« Grey painted steel frame
« Inch/Metric conversion

« Upon switching on the display will read the actual
absolute measuring position
« Automatic On/Off to maximize battery life

* Absolute or incremental measuring modes

* Support Bluetooth data transmission
Bluetooth data output: 901-01-5
* Protection level IP65

18-31-1

e D e o
Code No. Set Code No. Range Accuracy A (o4
18-31-1 18-31-9 o-1" +.0001" 67mm 38mm
118-32-1 118-32-9 1-2" +.0002" 92.4mm 50mm
18-33-1 118-33-9 2-3" +.0002" 17.6mm 62mm
18-34-1 118-34-9 3-4" +.0002" 143mm 70mm
18-35-1 118-35-9 4-5" +.0002" 168.2mm 82mm
118-36-1 118-36-9 5-6" +.0002" 192mm 94.5mm
118-37-1 18-37-9 6-7" +.0002" 217mm 107mm
o e D e o
Code No. Set Code No. Range Accuracy A C
18-31-0 18-31-8 0-25mm +0.002mm 67mm 38mm
18-32-0 118-32-8 25-50mm +0.002mm 92.4mm 50mm
18-33-0 18-33-8 50-75mm +0.003mm 17.6mm 62mm
18-34-0 118-34-8 75-100mm +0.003mm 143mm 70mm
18-35-0 118-35-8 100-125mm +0.003mm 168.2mm 82mm
118-36-0 118-36-8 125-150mm +0.003mm 192mm 94.5mm
18-37-0 118-37-8 150-175mm +0.004mm 217mm 107mm
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MICROMETERS

Screw Thread Micrometers 136/137 Series

FEATURES

* Resolution:
Digital reading: .00005" / 0.00Tmm
* For measuring various screw threads

+ Non-rotating spindle

ozsmm AGIMETO oot * Grey painted steel frame
* Ratchet stop for digital models
136-01-0 « Setincludes 5 pairs
« Interchangeable anvils
« Inch/Metric conversion
* Upon switching on the display will read the
actual absolute measuring position
« Automatic On/Off to maximize battery life
* Absolute or incremental measuring modes
* Support Bluetooth data transmission
Bluetooth data output: 901-01-5

* Protection level IP65

e Dimensio
Code No. Set Code No. Range Accuracy L [of Anvils
136-01-1 137-01-1 o-1" +.0001" 42mm 26mm 5
136-02-1 137-02-1 1-2" +.0002" 67mm 38mm 5
136-03-1 137-03-1 2-3" +.0002" 92mm 50mm 4
136-04-1 137-04-1 3-4" +.0002" 17.6mm 62mm 4
136-05-1 137-05-1 4-5" +.0002" 143mm 70mm 3
136-06-1 137-06-1 5-6" +.0002" 168.2mm 82mm 3
e o Dimensio
Code No. Set Code No. Range Accuracy L © Anvils
136-01-0 137-01-0 0-25mm +0.002mm 42mm 26mm 5
136-02-0 137-02-0 25-50mm +0.002mm 67mm 38mm 5
136-03-0 137-03-0 50-75mm +0.003mm 92mm 50mm 4
136-04-0 137-04-0 75-100mm +0.003mm 1N7.6mm 62mm 4
136-05-0 137-05-0 100-125mm +0.003mm 143mm 70mm 3
136-06-0 137-06-0 125-150mm +0.003mm 168.2mm 82mm 3
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MICROMETERS

Screw Thread Micrometers 132/133 Series

\ FEATURES

« Graduation: .001" / 0.0lmm
¢ For measuring various screw threads

* Non-rotating spindle
« Grey painted steel frame
* Ratchet thimble

‘ L « Setincludes 5 pairs
X

« Interchangeable anvils

133-01-1 B

Set Inch Dimensions
Code No. Set Code No. Range Accuracy L (o4 Anvils
132-01-1 133-01-1 0-1" +.0001" 42mm 26mm 5
132-02-1 133-02-1 1-2" +.0002" 67mm 38mm 5
132-03-1 133-03-1 2-3" +.0002" 92mm 50mm 4
132-04-1 133-04-1 3-4" +.0002" 17.6mm 62mm 4
132-05-1 133-05-1 4-5" +.0002" 143mm 70mm 3
132-06-1 133-06-1 5-6" +.0002" 168.2mm 82mm 3

Set Metric Dimensions
Code No. Set Code No. Range Accuracy L C Anvils
132-01-0 133-01-0 0-25mm 0.004mm 42mm 26mm 5
132-02-0 133-02-0 25-50mm 0.004mm 67mm 38mm 5
132-03-0 133-03-0 50-75mm 0.005mm 92mm 50mm 4
132-04-0 133-04-0 75-100mm 0.005mm 17.6mm 62mm 4
132-05-0 133-05-0 100-125mm 0.006mm 143mm 70mm 3
132-06-0 133-06-0 125-150mm 0.006mm 168.2mm 82mm 3

Anvils (For Screw 60° ISO) 130 Series

Anvils

Code No. Pitch Notes
130-60-0 0.4-7.0mm / 64-3.5TPI Set of 6
130-61-0 0.4-0.5mm / 64-48TPI 1Set
130-62-0 0.6-0.9mm / 44-28TPI 1Set
130-63-0 1.0-1.75mm / 24-14TPI 1Set
130-64-0 2.0-3.0mm / 13-9TPI 1Set
130-65-0 3.5-5.0mm / 8-5TPI 1Set
130-66-0 5.5-7.0mm / 4.5-3.5TPI 1Set
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CROMETERS

Disc Micrometers

sssomn RIMETO. o

145-02-0

145-01-0

145 Series

FEATURES

* Resolution:
Digital reading: .00005" / 0.001Tmm
* For measuring gears and paper thickness
* Non-rotating spindle
* Grey painted steel frame
* Ratchet stop

« Inch/Metric conversion

* Upon switching on the display will read the actual

absolute measuring position
« Automatic On/Off to maximize battery life

* Absolute or incremental measuring modes

¢ Support Bluetooth data transmission
Bluetooth data output: 901-01-5
* Protection level IP65

Code No. Range Accuracy A B L D S d

145-01-1 0o-1" +.0001" 8mm 32mm 43mm 20mm 0.7mm 8mm
145-02-1 1-2" +.0002" 8mm 44.5mm 68mm 20mm 0.7mm 8mm
145-03-1 2-3" +.0002" 8mm 57mm 93mm 20mm 0.7mm 8mm
145-04-1 3-4" +.0002" 10mm 70mm 118.5mm 20mm 0.7mm 8mm
145-05-1 4-5" +.0002" 10mm 82mm 144mm 30mm 0.9mm 12mm
145-06-1 5-6" +.0002" 12mm 94.5mm 169.5mm 30mm 0.9mm 12mm
145-07-1 6-7" +.0002" 12mm 107mm 194.8mm 30mm 0.9mm 12mm
145-08-1 7-8" +.0002" 12mm 120mm 220mm 30mm 0.9mm 12mm

D

Code No. Range Accuracy A B L D S d

145-01-0 0-25mm +0.002mm 8mm 32mm 43mm 20mm 0.7mm 8mm
145-02-0 25-50mm +0.002mm 8mm 44.5mm 68mm 20mm 0.7mm 8mm
145-03-0 50-75mm +0.003mm 8mm 57mm 93mm 20mm 0.7mm 8mm
145-04-0 75-100mm +0.003mm 10mm 70mm 118.5mm 20mm 0.7mm 8mm
145-05-0 100-125mm +0.003mm 10mm 82mm 144mm 30mm 0.9mm 12mm
145-06-0 125-150mm +0.003mm 12mm 94.5mm 169.5mm 30mm 0.9mm 12mm
145-07-0 150-175mm +0.003mm 12mm 107mm 194.8mm 30mm 0.9mm 12mm
145-08-0 175-200mm +0.003mm 12mm 120mm 220mm 30mm 0.9mm 12mm
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MICROMETERS

Disc Micrometers 141 Series

FEATURES

« Graduation: .0001" / 0.0Imm

» For measuring gears and paper thickness
* Non-rotating spindle

« Grey painted steel frame

* Ratchet stop

A

141-03-1

Code No. Code No. Range Accuracy A B L D S d
141-01-1 141-01-3 0-1" +.0001" 8mm 32mm 43mm 20mm 0.7mm 8mm
141-02-1 141-02-3 1-2" +.0002" 8mm 44.5mm 68mm 20mm 0.7mm 8mm
141-03-1 141-03-3 2-3" +.0002" 8mm 57mm 93mm 20mm 0.7mm 8mm
141-04-1 141-04-3 3-4" +.0002" 10mm 70mm 118.5mm 20mm 0.7mm 8mm
141-05-1 141-05-3 4-5" +.0002" 10mm 82mm 144mm 30mm 0.9mm 12mm
141-06-1 141-06-3 5-6" +.0002" 12mm 94.5mm 169.5mm 30mm 0.9mm 12mm
141-07-1 141-07-3 6-7" +.0003" 12mm 107mm 194.8mm 30mm 0.9mm 12mm
141-08-1 141-08-3 7-8" +.0003" 12mm 120mm 220mm 30mm 0.9mm 12mm
Rotating Spindle on-rotating Spindle e Dimensio

Code No. Code No. Range Accuracy A B L D S d
141-01-0 141-01-2 0-25mm 0.004mm 8mm 32mm 43mm 20mm 0.7mm 8mm
141-02-0 141-02-2 25-50mm 0.004mm 8mm 44.5mm 68mm 20mm 0.7mm 8mm
141-03-0 141-03-2 50-75mm 0.005mm 8mm 57mm 93mm 20mm 0.7mm 8mm
141-04-0 141-04-2 75-100mm | 0.005mm 10mm 70mm 118.5mm 20mm 0.7mm 8mm
141-05-0 141-05-2 100-125mm | 0.006mm 10mm 82mm 144mm 30mm 0.9mm 12mm
141-06-0 141-06-2 125-150mm | 0.006mm 12mm 94.5mm 169.5mm 30mm 0.9mm 12mm
141-07-0 141-07-2 150-175mm | 0.007mm 12mm 107mm 194.8mm 30mm 0.9mm 12mm
141-08-0 141-08-2 175-200mm | 0.007mm 12mm 120mm 220mm 30mm 0.9mm 12mm
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MICROMETERS

Jaw Type Micrometers 126 Series

FEATURES

* Resolution:
Digital reading: .00005" / 0.00Tmm
* For measuring gears and paper thickness
+ Non-rotating spindle
« Jaw type measuring faces

n ASIMETO ocorm * Grey painted steel frame

* Ratchet stop

« Inch/Metric conversion

126-52-0 «  Upon switching on the display will read
the actual absolute measuring position

« Automatic On/Off to maximize battery life

* Absolute or incremental measuring modes

* Support Bluetooth data transmission
Bluetooth data output: 901-01-5

* Protection level IP65

1-2° ASIMETO 0.00005°

126-51-0
d D
+ N
) -
=L
D e O
Code No. Range Accuracy A B D d
126-51-1 o-1" +.0001" 34.4mm 24mm R10mm ®8mm
126-52-1 1-2 +.0002" 59.4mm 32mm R10mm ®8mm
126-53-1 2-3" +.0002" 84.8mm 44.5mm R10mm »8mm
126-54-1 3-4" +.0002" 10.2mm 57mm R10mm »8mm
126-55-1 4-5" +.0002" 137.6mm 69.5mm R15mm ®12mm
126-56-1 5-6" +.0002" 163mm 82mm R15mm ®12mm
126-57-1 6-7" +.0002" 188.4mm 94.5mm R15mm ®12mm
126-58-1 7-8" +.0002" 213.8mm 107mm R15mm ®12mm
D e O
Code No. Range Accuracy A B D d
126-51-0 0-25mm +0.002mm 34.4mm 24mm R10mm d8mm
126-52-0 25-50mm +0.002mm 59.4mm 32mm R10mm ®8mm
126-53-0 50-75mm +0.003mm 84.8mm 44.5mm R10mm ®8mm
126-54-0 75-100mm +0.003mm 110.2mm 57mm R1Omm ®»8mm
126-55-0 100-125mm +0.003mm 137.6mm 69.5mm R15mm ®12mm
126-56-0 125-150mm +0.003mm 163mm 82mm R15mm ®12mm
126-57-0 150-175mm +0.004mm 188.4mm 94.5mm R15Smm ®12mm
126-58-0 175-200mm +0.004mm 213.8mm 107mm R1Smm ®12mm
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MICROMETERS

Jaw Type Micrometers 122 Series

FEATURES

« Graduation: .0001” / 0.01mm

*« For measuring gears and paper thickness
+ Non-rotating spindle

« Jaw type measuring faces

* Grey painted steel fram

Ratchet stop

04" ASIMETO o001
122-51-1
D
A
ol | )
- Va D
Inch Dimensions
Code No. Range Accuracy A (o4 D d
122-51-1 o-1" +.0001" 34.4mm 24mm R10mm ®8mm
122-52-1 1-2" +.0002" 59.4mm 32mm R10mm ®8mm
122-53-1 2-3" +.0002" 84.8mm 44.5mm R1Omm ®8mm
122-54-1 3-4" +.0002" 10.2mm 57mm R10mMm d8mm
122-55-1 4-5" +.0002" 137.6mm 69.5mm R15mm ®12mm
122-56-1 5-6" +.0002" 163mm 82mm R15Smm ®12mm
122-57-1 6-7" +.0003" 188.4mm 94.5mm R15mm ®12mm
122-58-1 7-8" +.0003" 213.8mm 107mm R15mm ®12mm
Metric Dimensions
Code No. Range Accuracy A c D d
122-51-0 0-25mm 0.004mm 34.4mm 24mm R10mm ®8mm
122-52-0 25-50mm 0.004mm 59.4mm 32mm R1Omm ®8mm
122-53-0 50-75mm 0.005mm 84.8mm 44.5mm R10mMm ®8mm
122-54-0 75-100mm 0.005mm 110.2mm 57mm R10mm ®8mm
122-55-0 100-125mm 0.006mm 137.6mm 69.5mm R15mm ®12mm
122-56-0 125-150mm 0.006mm 163mm 82mm R15Smm ®12mm
122-57-0 150-175mm 0.007mm 188.4mm 94.5mm R15mm ®12mm
122-58-0 175-200mm 0.007mm 213.8mm 107mm R15mm ®12mm
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MICROMETERS

Universal Micrometers 146 Series

FEATURES

nn ASIMETO  ocotm

146-01-0

‘ﬂ,‘ L

Flat

Spherical

unitmm

Resolution:

Digital reading: .00005"” / 0.001mm

With 7 pairs of interchangeable anvils

For a wide range of applications

Grey painted steel frame

Ratchet stop

Inch/Metric conversion

Upon switching on the display will read the
actual absolute measuring position
Automatic On/Off to maximize battery life

Absolute or incremental measuring modes

Support Bluetooth data transmission
Bluetooth data output: 901-01-5
Protection level IP65

Knife-Edge

Code No. Range Accuracy [ L

146-01-1 0-1" +.0001" 26mm 42mm
146-02-1 1-2" +.0002" 38mm 67mm
146-03-1 2-3" +.0002" 50mm 92mm
146-04-1 3-4" +.0002" 62mm 118mm
146-05-1 4-5" +.0002" 70mm 143mm
146-06-1 5-6" +.0002" 82mm 168mm
146-07-1 6-7" +.0002" 95mm 192mm
146-08-1 7-8" +.0002" 107mm 217mm

Code No. Range Accuracy [ L

146-01-0 0-25mm +0.002mm 26mm 42mm
146-02-0 25-50mm +0.002mm 38mm 67mm
146-03-0 50-75mm +0.003mm 50mm 92mm
146-04-0 75-100mm +0.003mm 62mm 118mm
146-05-0 100-125mm +0.003mm 70mm 143mm
146-06-0 125-150mm +0.003mm 82mm 168mm
146-07-0 150-175mm +0.004mm 95mm 192mm
146-08-0 175-200mm +0.004mm 107mm 217mm
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MICROMETE

Universal Micrometers 142 Series

FEATURES

« Graduation: .001" / 0.0lmm

*  With 7 pairs of interchangeable anvils
« For a wide range of applications

* Grey painted steel frame

* Ratchet stop

o1 ASIMETO

142-01-1

R
Nl
= BV
unitmm . /\ = I, i |
LU UL

Flat Spherical Spline Knife-Edge
17@0‘3/600 IQ 60°
26,5 15, @5 65 SRS 0.7 i _ o2 NE kN
0| * ﬁ] - f
Tyee | | HEHEI}Z{ e | | s0s b= | 5 03 "

T4s

Inch Dimensions

Code No. Range Accuracy (o4 L

142-01-1 o-1" +.0001" 26mm 42mm
142-02-1 1-2" +.0002" 38mm 67mm
142-03-1 2-3" +.0002" 50mm 92mm
142-04-1 3-4" +.0002" 62mm 118mm
142-05-1 4-5" +.0002" 70mm 143mm
142-06-1 5-6" +.0002" 82mm 168mm
142-07-1 6-7" +.0002" 95mm 192mm
142-08-1 7-8" +.0002" 107mm 217mm

Dimensions

Code No. Range Accuracy (o L

142-01-0 0-25mm 0.004mm 26mm 42mm
142-02-0 25-50mm 0.004mm 38mm 67mm
142-03-0 50-75mm 0.005mm 50mm 92mm
142-04-0 75-100mm 0.005mm 62mm 18mm
142-05-0 100-125mm 0.006mm 70mm 143mm
142-06-0 125-150mm 0.006mm 82mm 168mm
142-07-0 150-175mm 0.007mm 95mm 192mm
142-08-0 175-200mm 0.007mm 107mm 217mm
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MICROMETERS

V-Anvil Micrometers 155 Series

FEATURES

* Resolution:
Digital reading: .00005" / 0.001mm

* For measuring the outside diameter of cutting tools like
taps, reamers and end mills

« Carbide tipped measuring faces

¢ Grey painted steel frame
155-01-0 * Ratchet stop
« Inch/Metric conversion
« Upon switching on the display will read the actual absolute
measuring position
« Automatic On/Off to maximize battery life
* Absolute or incremental measuring modes
* Support Bluetooth data transmission
Bluetooth data output: 901-01-5
DS « Protection level IP65

155-01-1

unit:mm

unit:mm

Code No. Range Accuracy Code No. Range Accuracy
155-01-1 .04-.6" +.0001" 155-01-5 .2-1.0" +.0001"
155-02-1 2-.8" +.0001" 155-02-5 1.0-1.8 +.0002"
155-03-1 .8-1.4" +.0002"

Code No. Range Accuracy Code No. Range Accuracy
155-01-0 1-15mm +0.002mm 155-01-4 5-25mm +0.002mm
155-02-0 5-20mm +0.002mm 155-02-4 25-45mm +0.003mm
155-03-0 20-35mm +0.003mm
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V-Anvil Micrometers

ICROMETERS

151-01-5

151 Series

unit:mm

FEATURES

« Graduation: .001" / 0.01lmm
* For measuring the outside diameter of cutting tools

like taps, reamers and end mills

« Carbide tipped measuring faces

* Grey painted steel frame

* Ratchet stop

unit:mm

3 Flutes Inch 5 Flutes Inch

Code No. Range Accuracy Code No. Range Accuracy
151-01-1 .04-.6" +.0001" 151-01-5 .2-1.0" +.0001"
151-02-1 2-8" +.0001" 151-02-5 1.0-1.8' +.0002"
151-03-1 .8-1.4" +.0002"

3 Flutes Metric 5 Flutes Metric

Code No. Range Accuracy Code No. Range Accuracy
151-01-0 1-15mm 0.004mm 151-01-4 5-25mm 0.004mm
151-02-0 5-20mm 0.004mm 151-02-4 25-45mm 0.005mm
151-03-0 20-35mm 0.005mm
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MICROMETERS

Tube Micrometers

147-01-0

147 Series

J

* Min dimension of measured diameters

unit:mm

FEATURES

* Resolution:
Digital reading: .00005" / 0.00Tmm

* For measuring wall thickness of various
tubes

« Carbide tipped measuring faces

* Grey painted steel frame

* Ratchet stop

* Anvils J and Anvils K are optional

« Inch/Metric conversion

« Upon switching on the display will read
the actual absolute measuring position

« Automatic On/Off to maximize battery life

« Absolute or incremental measuring modes

* Support Bluetooth data transmission
Bluetooth data output: 901-01-5

» Protection level IP65

Anvil Type J Anvil Type K Inch

Code No. Code No. Range Accuracy
147-01-1 147-01-3 o-1" +.0001"
147-02-1 147-02-3 1-2" +.0002"
147-03-1 147-03-3 2-3" +.0002"
147-04-1 147-04-3 3-4" +.0002"
Anvil Type J Anvil Type K Metric

Code No. Code No. Range Accuracy
147-01-0 147-01-2 0-25mm +0.002mm
147-02-0 147-02-2 25-50mm +0.002mm
147-03-0 147-03-2 50-75mm +0.003mm
147-04-0 147-04-2 75-100mm +0.003mm
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Tube Micrometers

ICROMETERS

o1 RSIMETO ocor

143-01-3

143 Series

T
\

J

* Min dimension of measured diameter

unit:mm

FEATURES

« Graduation: .0001” / 0.0Tmm

* For measuring wall thickness of
various tubes

« Carbide tipped measuring faces

* Grey painted steel frame

* Ratchet stop

Anvil Type J Anvil Type K Inch
Code No. Code No. Range Accuracy
143-01-1 143-01-3 o-1" +.0001"
143-02-1 143-02-3 1-2" +.0002"
143-03-1 143-03-3 2-3" +.0002"
143-04-1 143-04-3 3-4" +.0002"
Anvil Type J Anvil Type K Metric
Code No. Code No. Range Accuracy
143-01-0 143-01-2 0-25mm 0.004mm
143-02-0 143-02-2 25-50mm 0.004mm
143-03-0 143-03-2 50-75mm 0.005mm
143-04-0 143-04-2 75-100mm 0.005mm
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Tube Micrometers 113 Series

113-01-0
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unit:mm

FEATURES

Resolution:

Digital reading: .00005" / 0.00Tmm
For measuring wall thickness of
various tubes

Carbide tipped measuring faces

Grey painted steel frame

Ratchet stop

Six Anvils are optional

Inch/Metric conversion

Upon switching on the display will read
the actual absolute measuring position
Automatic On/Off to maximize battery
life

Absolute or incremental measuring

modes

Support Bluetooth data transmission
Bluetooth data output: 901-01-5
Protection level IP65

Anvil Type A Anvil Type B Anvil Type C Anvil Type D Anvil Type E Anvil Type F

Code No. Code No. Code No. Code No. Code No. Code No. Range Accuracy
N3-01-1 13-11-1 113-21-1 N3-31-1 N3-41-1 13-51-1 o-1" +.0001"
N3-02-1 113-12-1 113-22-1 13-32-1 N3-42-1 113-52-1 1-2" +.0002"

Anvil Type A Anvil Type B Anvil Type C Anvil Type D Anvil Type E Anvil Type F

Code No. Code No. Code No. Code No. Code No. Code No. Range Accuracy
13-01-0 113-11-0 113-21-0 13-31-0 N3-41-0 113-51-0 0-25mm +0.002mm
13-02-0 113-12-0 113-22-0 13-32-0 N3-42-0 113-52-0 25-50mm +0.002mm
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MICROMETERS

14 Series

Tube Micrometers

FEATURES

« Graduation: .0001" / 0.0lmm

« For measuring wall thickness of various tubes

* Carbide tipped measuring faces
* Grey painted steel frame
* Ratchet stop

* Six Anvils are optional

ASIMETO
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unit:mm
Anvil Type A Anvil Type B Anvil Type C Anvil Type D Anvil Type E Anvil Type F Inch
Code No. Code No. Code No. Code No. Code No. Code No. Range Accuracy
14-01-1 1n4-1-1 114-21-1 1N4-31-1 Nn4-41-1 1n4-51-1 O-1" +.0001"
14-02-1 14-12-1 1M4-22-1 1N4-32-1 14-42-1 114-52-1 1-2" +.0002"

Anvil Type A Anvil Type B Anvil Type C Anvil Type D Anvil Type E Anvil Type F Metric
Code No. Code No. Code No. Code No. Code No. Code No. Range Accuracy
114-01-0 114-11-0 114-21-0 14-31-0 14-41-0 114-51-0 0-25mm 0.004mm
114-02-0 114-12-0 14-22-0 114-32-0 114-42-0 114-52-0 25-50mm 0.004mm
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MICROMETERS

Deep Throat Micrometers 157 Series

FEATURES

* Resolution:
Digital reading: .00005" / 0.00Tmm

* For measuring thickness of sheet metal paper
and sheet plastic

« Carbide tipped measuring faces

* Grey painted steel frame

* Ratchet stop

« Inch/Metric conversion

« Upon switching on the display will read the actual
absolute measuring position

157-51-0 « Automatic On/Off to maximize battery life

* Absolute or incremental measuring modes

*  Support Bluetooth data transmission
Bluetooth data output: 901-01-5

* Protection level IP65

157-51-1
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Anvil Type A Anvil Type B Anvil Type C Dimensions

Code No. Code No. Code No. Throat Depth Range Accuracy L ©

157-01-1 157-31-1 157-51-1 o-1" +.0002" 32mm 55mm
50mm

157-02-1 157-32-1 157-52-1 1-2" +.0002" 57mm 55mm

157-01-3 157-31-3 157-51-3 o-1" +.0002" 32mm 105mm
100mm

157-02-3 157-32-3 157-52-3 1-2" +.0002" 57mm 105mm

157-01-5 157-31-5 157-51-5 o-1" +.0003" 32mm 155mm
150mm

157-02-5 157-32-5 157-52-5 1-2" +.0003" 57mm 155mm

157-0